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	Operation & Maintenance Plan
Air Filtration and Scrubbing, Code 371
	



Operation and Maintenance Plan Sediment Basin, Code 350
	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	 Conservation District:
	

	Practice Location:
	
	 Tract/Field ID:
	

	(Lat/Long or UTM Coord. or Sec/TS/R)


Operation & Maintenance Requirements
[bookmark: _GoBack]The installation of an air filtration and scrubbing devise or system was designed to control gaseous and particulate air emissions from ventilated structures by inertial collection, filtration, electrostatic collection, adsorption, scrubbing, and/or bioremoval.  The estimated life span of this installation is at least 20 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· Develop and implement an operation and maintenance plan that is consistent with the purposes of this practice, its intended life, safety requirements, and the criteria used for its design.
· Operate and maintain the device or system in accordance with the manufacturer’s recommendations, if applicable.
· For fans used in particulate-laden airflows, develop and implement a fan inspection and maintenance plan to prevent and/or remove dust accumulation.
· Design and construct ductwork to enable all sections to be safely isolated and cleaned as part of routine maintenance.
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