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Operation & Maintenance Requirements
This combustion system was designed and installed to improve air quality and energy efficiency.  The estimated life span of this installation is at least 20 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· Maintain all combustion system in good operating condition following the manufacturer's recommendations.
· Maintain grounding rods and wiring of all electrical equipment in good working condition.
· Maintain all safety shields on pumps, motors, or other electrical or mechanical equipment.
· Check all combustion system bases and mountings for durability and ability to hold the system in place without vibration, repair when necessary.
· Replace, repack or tighten the seals when leakage is in excess of manufacturer's recommendations.
· Do not allow the operation of any equipment that exceeds the design limit on or within twenty feet of the combustion system.
· Maintain surface drainage around the combustion system to avoid ponding of water.
· Immediately repair any vandalism, vehicular or livestock damage to the structure, earthen areas surrounding the combustion system, or any appurtenances.
· [bookmark: _GoBack]The practice should be inspected routinely.  All items needing maintenance should be repaired immediately.
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