

NATURAL RESOURCES CONSERVATION SERVICE
Florida
CONSERVATION PRACTICE CONSTRUCTION specification
Sprinkler system, CODE 442
1. SCOPE 
[bookmark: _GoBack]This specification covers the construction and installation of a sprinkler system.  The work shall consist of furnishing and installing the irrigation system and furnishing the materials required by drawings, design, plan, specifications, and manufacturer's recommendation for the complete installation of the work.  
2. SAFETY 
It is the responsibility of the installer to determine if there are buried or overhead utilities in the vicinity of the proposed work.  The installer is required to call Sunshine State One Call of Florida (811).  They shall follow proper procedures to ensure that the utilities are not jeopardized and that equipment operators and others will not be injured during construction operations.  
The Natural Resources Conservation Service (NRCS) makes no representation on the existence or non-existence of any utilities.  Absence of utilities on the drawings is not assurance that no utilities are present at the site.  
The owner, operator, contractor or other persons will conduct all work and operations in accordance with proper safety codes for the type of construction being performed with due regards to the safety of all persons and property.
3. CONSTRUCTION OPERATIONS
NRCS should be notified at least 72 hours before the start of construction operations.
4. PERMITS
The owner will be responsible to obtain all required permits.  All required permits must be obtained prior to the start of construction. 
All permits required to install and operate this sprinkler system shall be the responsibility of owner.
5. DESIGN, PLANS AND DRAWINGS
The vendor or contractor furnishing the sprinkler irrigation system shall provide the complete plan and design, including necessary drawings, materials, specifications, and all other items necessary for proper functioning of the system.  The plan shall specify type, grades, quality, size and construction materials of all equipment and appurtenances included in the system design.  The plan and design shall contain sufficient detail to allow it to be installed by someone unfamiliar with the job and the installation to be checked for conformance to this standard and specification.  Plans and designs shall be in accordance with the conservation practice standard Sprinkler System, Code 442 in the Florida NRCS Field Office Technical Guide.  
	The plan and design, for the sprinkler irrigation system and the specifications for installation of all components with all needed supporting data shall be provided to the landowner and must be approved by the responsible NRCS technician before installation begins.
6. INSTALLATION
Construction shall be installed to the neat lines and grades specified by the design, plans, and drawings or staked in the field.  Equipment materials shall be of the type, size, and quantities specified in the plans, designs, drawings and specifications.
Construction operations shall be conducted in a skillful and workmanlike manner.  The completed job shall present a workmanlike appearance.  Air and water pollution will be minimized and held within legal limits.
Pumps, Power Units and Filters.  Pumps, power units, and filters shall be set on a firm base and be placed in proper alignment.  All pertinent safety codes and manufacturer's recommendations shall be met for the type of equipment installed.  They shall meet the power, capacity, and pressure requirements specified.
Quality of Pipe.  The pipe shall meet the standard and specification for Irrigation Pipeline (Code 430) for permanently installed underground pipelines.
The manufacturer shall provide performance data on all other pipe used in the system, including the maximum allowable operating pressure.
Sprinklers.  Sprinklers shall be installed as recommended by the manufacturer.  The manufacturer shall provide the performance capabilities of the sprinkler to determine that it meets the requirements specified in the plan and specifications.
Injectors (Chemical, Fertilizer or Pesticides) and Automatic Operating Equipment (Timer).  The equipment shall be located adjacent to the pump and power unit and placed in accordance with manufacturer's recommendation, where automatic equipment or injectors (chemical, fertilizer, pesticide) has been planned for the system.  Back-flow prevention devices shall be provided when chemicals are injected as required by state law.
Joints and Connections.  All joints and connections shall be made in accordance with the manufacturer's recommendations and shall be constructed to withstand the maximum design working pressure for the pipelines without damage or leakage.
Valves.  All valves shall be equal to the size of pipe in which they are installed and of the material and type specified.  Valves shall adequately withstand the maximum design working pressure and meet the performance requirements of the system without damage or leakage.
7. TESTING THE SYSTEM
	The system shall be thoroughly and completely tested at the design pressure for pressure strength, proper functioning, and leakage.  Any leaks shall be repaired and the system retested.
	The system shall be tested to insure that it functions properly at design capacity, that the distribution pattern and spacing requirements are met, and that the variation in pressure or discharge rate are within the allowable specified.  At or below design capacity there shall be no objectionable flow conditions and all appurtenances shall perform properly.
8. WORKMANSHIP 
All special requirements of the equipment manufacturer shall be met.
All construction shall be performed in a workmanlike manner, and the job site shall have a neat appearance when finished.
9. BASIS OF ACCEPTANCE 
The acceptability of the system shall be determined by inspections to check compliance with the provisions of this standard with respect to the design of the system, the appurtenances, and the minimum installation requirements specified in the engineering plans and specifications.
	Any modification or changes to the design, plans and and specifications shall be approved by responsible Natural Resources Conservation Service Technician before installation begins and any modification or changes needed during installation will be approved before installed.
	The landowner shall notify the NRCS when construction is to start so that adequate construction quality assurance checks can be made, otherwise the NRCS may not be able to certify practice.
10. CERTIFICATION AND GUARANTEE
The installing contractor shall certify that the installation complies with the requirements of this specification.  A written guarantee that protects the owner against defective workmanship and materials for not less than one (1) year shall be provided to the landowner. 
11. MEASUREMENT AND PAYMENT 
For items of work for which specific unit prices are established, each item will be measured to the nearest unit applicable.  Payment for each item will be made at the agreed-to unit price for that item.  For items of work for which specific lump sum prices are established, payment will be made at the lump sum price.  Such payment will constitute full compensation for all materials, labor, equipment, tools, and all other items necessary and incidental to the completion of the work.
Compensation for any item of work shown on the drawings or described in the special provisions, but not listed on the bid schedule, will be considered incidental to and included in the pay items listed on the bid schedule.
12. ITEMS OF WORK AND CONSTRUCTION DETAILS
Items of work to be performed in conformance with this specification and the construction details therefor are:  
Add items of work specific to the site as per the instructions for constrctuction specifications for Sprinkler System, Code 442.  (This red text does not print). 
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