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	Operation & Maintenance Plan
Irrigation Land Leveling, Code 464
	



Operation and Maintenance Plan Sediment Basin, Code 350

	Landowner/Operator:
	
	Date:
	

	NRCS Service Center:
	
	 Conservation District:
	

	Practice Location:
	
	 Tract/Field ID:
	

	(Lat/Long or UTM Coord. or Sec/TS/R)


Operation & Maintenance Requirements
[bookmark: _GoBack]This leveling was designed and installed to permit surface drainage or uniform application of irrigation water for gravity irrigation methods.  The landowner/operator is responsible for establishing and implementing an inspection and operation and maintenance (O&M) program.  The estimated life span of this installation is at least 15 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· Avoid use of tillage equipment and operations that leave ridges or depressions that cannot be removed by subsequent tillage operations.
· Periodically use a planning operation to re-establish the installed field gradient.
· Immediately repair any vandalism, vehicular, or livestock damage.
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