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Operation & Maintenance Requirements
[bookmark: _GoBack]This water well was designed and installed to provide water for irrigation, livestock, wildlife, and other uses.  The estimated life span of this installation is at least 10 years.  The life span of this practice can be assured and usually increased by developing and carrying out an operation and maintenance (O&M) program.  
You are required to perform inspections and O&M activities in order for this practice to achieve the intended function, benefits, and design life.  Items to inspect, operate, and maintain during the estimated design life of this practice include, but are not limited to, the following:
Add or delete bullets below as necessary to create a site specific O&M Plan.  This line does not print.
· The practice should be inspected routinely.  As a minimum, the inspections shall include:
· Declines in discharge, static level, maximum pumping level, and pressure (for artesian wells) that are outside acceptable limits for the well design;
· Appearance of sediment that may damage the well, pump, or appurtenances;
· Changes in water quality including odor, color, taste, and chemistry;
· Presence of algae or iron bacteria 
· The owner is responsible for keeping and maintaining well construction records with maintenance plan.  Include statements describing identified problems, corrective action taken and date, and specific capacity of well before and after corrective action.  The owner must remedy unacceptable conditions in a timely manner.
· Keep the well cover securely in place.
· Protect the area from being damaged by agriculture machinery, vehicles, or livestock.
· Keep all surface water from entering or accumulating at the immediate vicinity of the well site.
· Immediately repair any vandalism, vehicular, or livestock damage to the wellhead.
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	Water Well Maintenance Record

	Description of Problem
	Corrective Action Taken to Correct the Problem
	Date of Corrective Action
	Well Capacity Prior to Corrective Action
	Well Capacity After Corrective Action
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