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NATURAL RESOURCES CONSERVATION SERVICE 
CONSTRUCTION SPECIFICATION 

 
IA-13  SHEET PILING 

 

1. SCOPE 
The work shall consist of furnishing and driving the specified sheet piling at the location shown on 
the drawings. 

2. MATERIALS 
Sheet piling shall conform to the requirements of ASTM A328 (Steel Sheet Piling), A572 (High-
Strength Low-Alloy Columbium-Vanadium Structural Steel), or A690 (High-Strength Low-Alloy 
steel H-Piles and Sheet Piling for Use in Marine Environments).  The sheet piling provided shall meet 
the required cross-section, section modulus, thickness, and steel grade shown on the drawings.  
Fabrication of sheet piles from shorter lengths of pile stock is not permitted.   

3. DRIVING SHEET PILE 
The piling shall be driven in a manner so as to insure perfect interlocking throughout the entire length 
of each pile.  The piles shall be held in proper alignment during driving by means of suitable 
temporary guide structures which shall be removed when they have served their purpose. 

Piling shall be driven to the full depth shown on the drawings unless otherwise approved by the 
engineer. 

4. CUTTING OFF PILES 
The contractor shall cut the piling off at the specified elevations.  Piling length shall be sufficient to 
permit removal of all materials damaged by driving. 

5. DEFECTIVE PILING 
Any piling damaged in driving, driven out of its proper location, driven below the specified cut off 
elevation, or inaccurately cut off shall be pulled and replaced or re-driven.  Any piling ruptured in the 
interlock or otherwise damaged during driving shall be pulled and replaced. 

6. SPECIAL SPECIFICATIONS 
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