U.S. DEPARTMENT OF AGRICULTURE
NATURAL RESOURCES CONSERVATION SERVICE
idaho

Construction Specification WORKSHEET

stripcropping, Field

code 586

Landowner / Operator  












Job Location  












County  



 SWCD  


 Farm/Tract No.  



Prepared By  





 Date  



Installation shall be in accordance with the following design layout, specifications and special requirements.  Residue Management Practices are to be planned as a component part of a resource management system for the planning unit.  Erosion rates for the system shall not exceed the maximum allowed for the predominant soil resource being planned.

Planning Data:

MLRA B – 9 AND B - 10

Recommended Strip Width

Strip Width When C X K is > .10



Strip Width When C X K is < .10
Slope

Width




Slope

Width


0 – 6%

300 ft.




0 – 6%

360 ft.


7 – 12%
240 ft




7 – 12%
300 ft


13 – 18%
200 ft.




13 – 18%
240 ft.


19% +

159 ft.




19% +

150 ft.

MLRA B – 13 AND D28A

   Slope

Width

   < 10%
660 ft.

   10 – 13%
440 ft.

   > 13 %
Use same criteria as MLRA above

Design

Number of  Strips:  

 % off contour:  
 Selected strip Widths:  


Adjustment for equipment:  Y / N.    Final Strip Width:  



Determine sheet and rill erosion rate as determined by RUSLE for the planned system.  S & R is:  


Design Approved by:  




 
 Date:  





practice completion:

I have made an on site inspection of the site (or I am accepting owner/contractor documentation), and have determined that the job as installed does conform to the drawings and practice specifications.

Construction Certification by:  /s/





Date  





Job title:  












NRCS, ID
April 2001

NRCS, ID
April 2001

NRCS, CA
September 1995


