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NATURAL RESOURCES CONSERVATION SERVICE

ILLINOIS OPERATION AND MAINTENANCE
WASTE SEPARATION FACILITY                                             CONCRETE Settling Basin

Follow the operation and maintenance plan below to keep your settling basin functioning as intended:

· Follow your Comprehensive Nutrient Management Plan (CNMP).
· Inspect trash screen daily.  Remove any accumulated debris or solids buildup to ensure that the outflow pipe will function properly if a runoff event occurs.

· Remove solids from the settling basin during management operations.  Your settling basin is designed to be cleaned out:  
· After every significant runoff event

· Annually, each   _________________________ (month)

· Other  ______________________________________________

· Settling basin should not be used for solids storage.  Solid accumulation should not be excessive and removed as needed or at the designed interval level listed above.

· Minimize flies and other insects and odors during the transfer of material.
· Do not dispose of animal mortality, greases, syringes, or garbage in the waste storage facility.  Use the settling basin only for the designed purpose.
· Inspect after significant storm events and at least twice a year to identify repair and maintenance needs. Inspect the concrete settling basin for separations and/or cracks, which would indicate potential failure.  Repairs should be made immediately.  

· Check backfill areas around concrete structures for unusual settlement. Determine if settlement is caused by backfill consolidation or failure of concrete walls.  Repair walls or fill, as appropriate.
· Perform routine maintenance of all mechanical components in accordance with manufacturer’s recommendations.  Inspect and test pipes, pumps, valves, gates, and other appurtenances.  Repair as needed.
· Check for leaks and improper operation.  Check for debris, minerals, algae, and other materials that may restrict system flow.  Repair any damage as soon as possible after being noted.
· Maintain a good vegetative cover of recommended species on backfill around structures. If the vegetative cover is damaged, it should be reestablished as soon as possible. The vegetative cover should be mowed twice a year to stimulate a vigorous plant growth.
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