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382JS-Electric-2

382JS

LOCATION OF FENCE(s) IS LANDOWNER/USER RESPONSIBILITY

	Landowner:       

	Field No:       
	Tract No:       
	By:       

	Fence No:       
	Length:       
	Date:       


	Component
	Unit
	Minimum
	Planned
	Installed

	Wire – HT
	Total Footage
	
	     
	     

	Size 
	Gauge
	12.5
	     
	     

	Tensile Strength
	PSI
	140,000
	     
	     

	Strands – Exterior 
	Number
	5
	     
	     

	Strands – Interior
	Number
	1
	     
	     

	Average height – Exterior/Property Line
	Inches
	54”
	     
	     

	Average height of wires – Interior
	Inches
	     
	     
	     

	Brace Assemblies (See Drawing IL 800, 801, 804, 805, 806, 808, 810, 819) – fill in cross member information below

	Post (1, 3)     
	Material
	
	     
	     

	Amount
	Number
	
	     
	     

	Length
	Feet
	     
	     
	     

	Nominal Diameter
	Inches
	Wood=6”,Pipe=2⅜”
	     
	     

	Depth in ground
	Inches
	36” or below frost
	     
	     

	Pull Assemblies  (See drawing IL-811A and 811B) – fill in cross member information below

	Post (1,3)     
	Material
	
	     
	     

	Amount
	Number
	
	     
	     

	Length
	Feet
	8’
	     
	     

	Nominal Diameter
	Inches
	Wood=6”,Pipe=2⅜”
	     
	     

	Depth in ground
	Inches
	36” or below frost
	     
	     

	Cross-member (fill out for  brace or pull assemblies)

	Kind (1,3)     
	Material
	
	     
	     

	Amount
	Number
	
	     
	     

	Length
	Feet
	8’
	     
	     

	Nominal Diameter
	Inches
	Wood=4”,Pipe=2⅜”
	     
	     

	Line Posts - (1,3)

	Wood Posts 
	Material
	
	     
	     

	Length
	Feet
	     
	     
	     

	Amount
	Number
	
	     
	     

	Nominal Diameter
	Inches
	     
	     
	     

	Spacing
	Feet
	     
	     
	     

	Fiberglass Posts 
	Material
	
	     
	     

	Length
	Feet
	     
	     
	     

	Amount
	Number
	
	     
	     

	Nominal Diameter
	Inches
	     
	     
	     

	Spacing
	Feet
	     
	     
	     

	Steel Posts
	Coating
	     
	     
	     

	Length
	Feet
	     
	     
	     

	Amount
	Number
	
	     
	     

	Weight per Foot, without plate
	Pounds/foot
	1.33 lbs./ft
	1.33 lbs/ft
	     

	Spacing
	Feet
	     
	     
	     

	Accessories (All conducting materials will be Class III galvanized)

	Strainers or wire tighteners
	Number
	     
	     
	     

	Tension Springs
	Number
	     
	     
	     

	Pull post insulators
	Number
	     
	     
	     

	Line post insulators 
	Number
	     
	     
	     

	Ground Rods 
	Number/Feet
	     
	     
	     

	Lightning arrestor
	Number
	1
	     
	     

	Induction Loop type Lightning Choke
	Number
	1
	     
	     

	Insulated cable (for underground installation (2))
	Feet
	     
	     
	     

	Warning Signs
	Number
	     
	     
	     

	Cut off switches
	Number
	     
	     
	     

	Energizer and surge protector
	Type
	     
	     
	     


The power unit (energizer) selected must be high voltage/low impedance, short pulse which can produce at least 3000 volts output at the furthest point from power unit with all livestock containment fences charged (on) when under maximum anticipated load.

(1) Certificate or letter from Mfg. showing treatment retention in lbs./cubic foot for treated posts.  Metal pipe must be schedule 40 steel, permanently capped, primed, painted or galvanized, and meet the Fence (382) specifications for metal pipe. 

(2)  Do not use household wire.  Recommend insulated to withstand 20,000 volts.
(3)  Backfill material for dug posts will either be firmly tamped soil or Ca6.

Vicinity Map/Diagram:
	Highlight and press Insert, Picture, From file… and select either a jpeg or metadata file that has been exported from ArcView.


All gates used must meet or exceed standard for type of fence constructed.
Comments

Location of fence is landowner/user responsibility.  Location of fence on Vicinity Map/Diagram is approximate.       
Pre-construction conference:


Landowner/land user
Date
NRCS Representative
Date

Designed by:

Signature:
Date:

Installed By:

Signature:
Date:

This practice meets or exceeds USDA/NRCS specifications:
Signature:
Date:

NRCS - ILLINOIS
January, 2007
NRCS - ILLINOIS
December, 2002

NRCS - ILLINOIS
MAY, 2002
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