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Natural Resources Conservation Service

Illinois construction specification

grade stabilization structure –
rock-lined chute  
Scope

The work shall consist of excavation and earthfill, along with furnishing and installing all materials for the rock-lined chute grade stabilization structure as shown on the drawings and specified herein.
Utilities
The landowner and/or contractor shall be responsible for locating all buried utilities in the project area, including drainage tile and other structural measures.

General

Construction operations shall be carried out in a manner and sequence that erosion and air and water pollution are minimized and held within legal limits.
The completed job shall present a workmanlike appearance and shall conform to the line, grades, and elevations shown on the drawings or as staked in the field.
All operations shall be carried out in a safe and skillful manner.  Safety and health regulations shall be observed and appropriate safety measures used.  Contractor shall be assured that all state laws concerning buried utilities have been met.
Documentation of materials used (rock or concrete delivery tickets, geotextile tags, seed tags, photographs of pipe labeling, etc) shall be saved and provided to NRCS.

All trees, stumps, roots, brush, weeds, and other objectionable materials shall be removed from designated work area.
Designated locations for excavation and earthfill shall be stripped of all vegetation and topsoil containing substantial amounts of organic matter.  Topsoil will be stockpiled for use to topsoil areas disturbed by the construction, embankment slopes, and other required topsoil areas (if the percentage of organic materials is not too great).
Excavation
To the extent they are suitable and approved by the inspector, excavated materials are to be used as fill materials.  Excess spoil material shall be placed at locations shown on the drawings or as directed by the inspector.
The subgrade surface on which the base/geotextile is to be placed shall be cut and graded to the lines grades and elevations shown on the drawings.  Unless otherwise shown on the drawings, no earth fill is acceptable under the geotextile.  

The elevations of the base/subgrade for the chute bottom width along the entrance apron shall be level within 0.2 of a foot.  The side and chute slopes of the base/subgrade shall match the slopes shown on the drawings within 0.3 :1.
Where over excavation occurs in excess of the above acceptable tolerances, the contractor shall (with the approval of the designer) shift the layout of the structure as needed to assure the specified lines, grades and tolerances are met with the subgrade fully on undisturbed material.
Earthfill

The foundation area where the embankment is to be built shall be scarified to a minimum depth of 4 inches before the fill material is placed, so that the first layer of fill material can be bonded to the foundation.

The material placed in the fill shall be free of sod, roots, frozen soil, stones over 6 inches in diameter, and other objectionable material.  The distribution and gradation of materials shall be such that there are no lenses, pockets, streaks, or layers of material differing substantially in texture or gradation from the surrounding material.  
The moisture content of the fill material shall be adequate for obtaining compaction.  The moisture content of the fill material shall be such that a ball formed with the hands does not crack or separate when struck sharply with a pencil and will easily ribbon out between the thumb and finger.
The placing and spreading of fill material shall be started at the lowest point of the foundation and the fill brought up in horizontal lifts not to exceed nine (9) inches, so that the required compaction can be obtained.  

Stockpiled topsoil strippings will be placed on the outer portion of the embankment as a part of each lift.  Topsoil shall not be less than 6 inches nor more than 2 feet thick measured vertically and shall be compacted concurrently with the earthfill.

Earthfill shall be placed so that the wheels of the loaded, rubber tired, hauling equipment traveling in a direction parallel to the centerline of fill pass over the entire surface of the layer being placed. 

The completed work shall conform to the lines, grades, and elevations shown on the construction plans or as staked in the field.
Geotextile
The geotextile shall be nonwoven, needle-punched, and meet the minimum criteria specified in the plan.
Place geotextile fabric on the base/subgrade as shown on the drawings, over and outside of the entire area of base/subgrade.  The fabric shall be loosely laid (not stretched).  No cuts or punctures in the fabric will be permitted.  Fabric edges should extend at least 12 inches past the edges of the rock when laid.  Use a minimum lap of 24 inches if the filter fabric is installed in more than one piece, with upstream or upslope geotextile overlapping the downslope geotextile.  

Geotextile fabric shall not be left exposed for more than 48 hours. 

Rock Riprap
The rock shall be dense; sound; and free from cracks, seams, or other defects conducive to accelerated weathering.  The rock fragments shall be angular to sub-round in shape with the least dimensions not less than 1/3 the greatest dimension of the fragment.  Riprap will meet the IDOT gradation and quality designation shown on the plans.
The rock shall be placed to the depths specified on the drawings.  The riprap shall be constructed to the full course thickness in one operation and in such a manner as to avoid serious displacement of the underlying materials.  The rock in place shall be reasonably homogeneous with the larger rocks uniformly distributed and firmly in contact one to another and with the smaller rocks filling the voids.  Some hand placing may be required to provide a neat and uniform surface.  Rock riprap shall be placed in a manner to prevent damage to geotextile. 
Vegetation
Topsoil shall be added, if needed to establish vegetation.  A protective cover of vegetation shall be established on all earth surfaces in the construction area that have been altered or disturbed by the construction operation.  A protective cover of vegetation shall be established on all exposed surfaces of the embankment, spillway and outlet channel as designated on the construction plans.  Seedbed preparation, seeding, fertilizing, and mulching shall comply with the construction drawings and Construction Specifications 342, Critical Area Planting. 
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