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Natural Resources Conservation Service

Illinois construction specification

TRAILS AND WALKWAYS
Scope

The work consists of furnishing and installing a lane or travel way as shown on the drawings and specified herein.
Utilities
The landowner and/or contractor is responsible for locating all buried utilities in the project area, including drainage tile and other structural measures.

General

Carry out construction operations in a manner and sequence that erosion and air and water pollution are minimized and held within legal limits.
The completed job must present a workmanlike appearance and shall conform to the line, grades, and elevations shown on the drawings or as staked in the field.
Carry out all operations in a safe and skillful manner.  Observe safety and health regulations and use appropriate safety measures.  Contractor must be assured that all state laws concerning buried utilities have been met.
Save documentation of materials used (rock delivery tickets, geotextile tags, etc) and provide to NRCS.

Remove all trees, stumps, roots, brush, weeds, and other objectionable materials from designated work area.
Cut and grade the subgrade surface on which the access road is to be placed to the lines and grades shown on the drawings. 

Smooth and grade the foundation and surrounding area to permit free drainage of surface water.

Geotextile
Use the geotextile material specified on the drawings.  Place geotextile at all rock – soil interfaces as directed on the drawings. Overlap any geotextile splices a minimum of 18 inches or as specified on the drawings, with upstream or upslope geotextile overlapping the abutting downslope geotextile.

Surface Aggregate

Use the surfacing material specified on the drawings.  Compact the base course and surface aggregate materials with the track or tire of the equipment used for construction to ensure a smooth, uniform foundation without depressions or irregularities.  The final grade of the surface aggregate must be such that no surface ponding can occur.
Vegetation
Add topsoil, if needed to establish vegetation.  Establish a protective cover of vegetation on all earth surfaces in the construction area that have been altered or disturbed by the construction operation, as identified on the plans.  Seedbed preparation, seeding, fertilizing, and mulching must comply with the construction drawings and Construction Specifications 342, Critical Area Planting. 
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