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SOIL SERIES MAP SURFACE Kw Kf T RUSLE USLE CRL. LS SLOPE SLOPE % SLOPE LS HEL DET. HYDRI DET.
SYMBOLS TEXTURE (K) factor R R length LENGTH USED FACTOR HE- highly erodible H - hydric

factor factor RANGE N - not erodible I - inclusions
N - not hydric

Caneyville CcC sil 0.37 0.37 2 210 200 0.216 100-250 175 10 1.80 HE N
Caneyville CcD sil 0.37 0.37 2 210 200 0.216 100-250 175 16 3.75 HE N
Caneyville-Rock outcrop CdE 210 200
          Caneyville sil 0.37 0.37 2 210 200 0.216 100-250 175 21 5.50 HE N
          Rock outcrop 210 200
Clifty Cg gr-sil 0.2 0.37 5 210 200 1.000 100-300 200 1 0.16 N N
Collins Co sil 0.49 0.49 5 210 200 0.408 100-200 150 1 0.15 N I - inclusions
DAM DAM 210 200
DUMPS Du 210 200 I - inclusions
Elk ElB sil 0.43 0.43 5 210 200 0.465 100-300 200 4 0.53 HE N
Elk ElC sil 0.43 0.43 5 210 200 0.465 50-200 150 9 1.45 HE N
Frondorf-Lenberg FlD 210 200 100-250 175 16 3.75 HE N
          Frondorf sil 0.37 0.37 2 210 200 0.216
          Lenberg sil 0.37 0.37 3 210 200 0.324
Frondorf-Lenberg FlE 210 200 100-250 175 25 7.80 HE N
          Frondorf sil 0.37 0.37 2 210 200 0.216
          Lenberg sil 0.37 0.37 3 210 200 0.324
Frondorf-Lenberg FlF 210 200 100-250 175 40 16.80 HE N
          Frondorf sil 0.37 0.37 2 210 200 0.216
          Lenberg sil 0.37 0.37 3 210 200 0.324
Henshaw He sil 0.43 0.43 5 210 200 0.465 50-150 100 1 0.13 N I - inclusions
Karnak Kc sic 0.2 0.2 5 210 200 1.000 25-500 200 0.5 0.11 N H - hydric
Karnak-overwash Ko sil 0.37 0.37 5 210 200 0.541 50-150 100 0.2 0.08 N H - hydric
Karnak Kr sic 0.24 0.24 5 210 200 0.833 25-500 200 0.5 0.11 N H - hydric
Karnak Ks sic 0.24 0.24 5 210 200 0.833 25-500 200 0.5 0.11 N H - hydric
Lindside Ld sil 0.37 0.37 5 210 200 0.541 50-150 100 1 0.13 N I - inclusions
Markland MaE sil 0.37 0.37 5 210 200 0.541 50-150 100 25 5.89 HE I - inclusions
McGary Mc sil 0.49 0.49 5 210 200 0.408 25-300 100 1 0.13 N I - inclusions
Newark Ne sil 0.37 0.37 5 210 200 0.541 25-200 100 1 0.13 N I - inclusions
Nolin Nh sil 0.37 0.37 5 210 200 0.541 50-300 150 1 0.15 N I - inclusions
Nolin-Melvin Nm 210 200 50-150 100 13 2.05 HE H - hydric
          Nolin sil 0.37 0.37 5 210 200 0.541
          Melvin sil 0.43 0.43 5 210 200 0.465
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SOIL SERIES MAP SURFACE Kw Kf T RUSLE USLE CRL. LS SLOPE SLOPE % SLOPE LS HEL DET. HYDRI DET.
SYMBOLS TEXTURE (K) factor R R length LENGTH USED FACTOR HE- highly erodible H - hydric

factor factor RANGE N - not erodible I - inclusions
N - not hydric

Otwell OtA sil 0.37 0.37 4 210 200 0.432 100-250 175 1 0.15 N I - inclusions
Otwell OtB sil 0.37 0.37 4 210 200 0.432 50-150 100 4 0.40 N I - inclusions
Pits Pt 210 200
Sadler SaA sil 0.43 0.43 4 210 200 0.372 100-350 250 1 0.18 N N
Sadler SaB sil 0.43 0.43 4 210 200 0.372 100-350 250 4 5.98 HE N
Alford uAlfB sil 0.43 0.43 5 210 200 0.465 65-200 150 4 0.47 HE N
Alford uAlfC2 sil 0.43 0.43 5 210 200 0.465 60-200 125 9 1.32 HE N
Belknap uBelA sil 0.49 0.49 5 210 200 0.408 25-300 200 0.5 0.11 N I - inclusions
Bonnie uBonA sil 0.49 0.49 5 210 200 0.408 25-300 200 0.5 0.11 N H - hydric
Udorthents Ud 210 200 I - inclusions
Hosmer uHosB sil 0.37 0.37 4 210 200 0.432 100-300 200 4 0.53 HE N
Hosmer uHosC2 sil 0.43 0.43 4 210 200 0.372 100-250 175 9 1.57 HE N
Hosmer uHosC3 sil 0.43 0.43 3 210 200 0.279 100-250 125 9 1.32 HE N
Hosmer uHosD2 sil 0.43 0.43 4 210 200 0.372 50-200 100 16 2.84 HE N
Hosmer uHosD3 sil 0.43 0.43 3 210 200 0.279 50-150 75 16 2.46 HE N
Melvin uMelA sil 0.43 0.43 5 210 200 0.465 25-300 200 1 0.16 N H - hydric
Robbs uRobA sil 0.37 0.37 4 210 200 0.432 100-300 150 1 0.15 N I - inclusions
Blackford Vc sil 0.49 0.49 5 210 200 0.408 25-300 200 1 0.16 N I - inclusions
Water W 210 200
Wavely, depressional Wd sil 0.43 0.43 5 210 200 0.465 100-200 150 0.2 0.09 N H - hydric
Weinbach We sil 0.37 0.37 4 210 200 0.432 50-150 100 1 0.13 N I - inclusions
Wellston WlB sil 0.37 0.37 3 210 200 0.324 100-250 175 4 0.50 HE N
Wellston WlC sil 0.37 0.37 5 210 200 0.541 50-200 150 9 1.45 HE N
Wellston WlC3 sil 0.43 0.43 2 210 200 0.186 100-250 175 10 1.80 HE N
Wellston WlD sil 0.37 0.37 5 210 200 0.541 50-150 100 16 3.75 HE N
Wellston WlD3 sil 0.43 0.43 4 210 200 0.372 50-150 100 20 4.08 HE N
Wellston WlE sil 0.37 0.37 3 210 200 0.324 100-250 175 25 7.80 HE N
Zanesville ZaB sil 0.43 0.43 4 210 200 0.372 100-300 200 4 0.53 HE N
Zanesville ZaC sil 0.43 0.43 4 210 200 0.372 50-300 200 10 1.94 HE N
Zanesville ZaC3 sil 0.43 0.43 2 210 200 0.186 50-300 200 10 1.94 HE N

Hydric soils below 370 feet elevation that are flooded for 15 days or more are considered hydric due to flooding along the Green River.
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