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SOIL SERIES MAP SURFACE Kw Kf T RUSLE USLE CRL. LS SLOPE SLOPE % SLOPE LS HEL DET. HYDRI DET.
SYMBOLS TEXTURE (K) factor R R length LENGTH USED FACTOR HE- highly erodible H - hydric

factor factor RANGE N - not erodible I - inclusions
N - not hydric

Baxter BaD gr-sil 0.2 0.32 5 180 175 1.143 50-150 100 16 2.84 HE N
Beasley BeB sil 0.43 0.43 4 180 175 0.425 100-200 150 4 0.47 HE N
Beasley BeC2 sil 0.37 0.37 4 180 175 0.494 100-200 150 9 1.45 HE N
Beasley BeD2 sil 0.37 0.37 4 180 175 0.494 50-150 100 16 2.84 HE N
Beasley BlC3 sicl 0.37 0.37 3 180 175 0.371 100-200 150 9 1.45 HE N
Beasley BlD3 sicl 0.37 0.37 3 180 175 0.371 50-150 100 16 2.84 HE N
Bedford BrA sil 0.49 0.49 4 180 175 0.373 25-275 150 1 0.15 N - not erodible N
Bedford BrB sil 0.49 0.49 4 180 175 0.373 100-250 175 4 0.50 HE N
Bedford BrC2 sil 0.49 0.49 4 180 175 0.373 100-200 150 9 1.45 HE N
Colyer ChD sil 0.43 0.43 1 180 175 0.106 50-150 100 13 2.05 HE N
Colyer ClE3 cn-sicl 0.24 0.49 1 180 175 0.190 50-150 100 18 3.43 HE N
Colyer CmF cn-sil 0.24 0.43 1 180 175 0.190 50-100 75 35 10.03 HE N
Corydon  (Caneyville) CnB sil 0.37 0.37 2 180 175 0.247 100-250 175 4 0.50 HE N
Corydon CnC2 sil 0.37 0.37 1 180 175 0.124 100-200 150 9 1.45 HE N
Corydon CnD2 sil 0.37 0.37 1 180 175 0.124 50-150 100 16 2.84 HE N
Corydon CoD3 sic 0.37 0.37 1 180 175 0.124 50-150 100 13 2.05 HE N
Corydon CrD2 sil 0.37 0.37 1 180 175 0.124 50-150 100 13 2.05 HE N
Corydon CsE3 sic 0.37 0.37 1 180 175 0.124 50-150 100 21 3.79 HE N
Crider CtC sil 0.43 0.43 5 180 175 0.532 100-200 150 9 1.45 HE N
Dunning Du sicl 0.24 0.24 5 180 175 0.952 25-200 110 0.5 0.10 N - not erodible H - hydric
Eden EcF2 sicl 0.28 0.28 3 180 175 0.490 50-100 75 40 10.82 HE N
Eden EeC3 sic 0.32 0.32 2 180 175 0.286 100-200 150 9 1.45 HE N
Eden EeE3 sic 0.32 0.32 2 180 175 0.286 50-150 100 21 4.44 HE N
Eden EfE3 fl-c 0.1 0.24 2 180 175 0.914 50-150 100 25 5.89 HE N
Eden EfF3 fl-c 0.1 0.24 2 180 175 0.914 50-100 75 40 10.82 HE N
Elk EkB sil 0.43 0.43 5 180 175 0.532 100-250 175 4 0.50 N - not erodible N
Elk EkC sil 0.43 0.43 5 180 175 0.532 100-200 150 9 1.45 HE N
Elk ErA sil 0.43 0.43 5 180 175 0.532 100-300 200 1 0.16 N - not erodible N
Elk ErB sil 0.43 0.43 5 180 175 0.532 100-250 175 4 0.50 N - not erodible N
Elk ErC sil 0.43 0.43 5 180 175 0.532 100-200 150 9 1.45 HE N
Fairmount FaD sicl 0.32 0.32 1 180 175 0.143 50-150 100 13 2.05 HE N
Fairmount FfE fl-sicl 0.2 0.32 1 180 175 0.229 50-150 100 21 3.79 HE N
Fairmount FmD3 fl-c 0.15 0.24 1 180 175 0.305 50-150 100 13 2.05 HE N
Fairmount FmF3 fl-c 0.15 0.24 1 180 175 0.305 50-150 100 35 10.03 HE N
Faywood FwC2 sicl 0.28 0.28 2 180 175 0.327 100-200 150 9 1.45 HE N
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Faywood FwD2 sicl 0.28 0.28 2 180 175 0.327 50-150 100 16 2.84 HE N
Faywood FyD3 sic 0.28 0.28 1 180 175 0.163 50-150 100 13 2.05 HE N
Gullied land, acid shale Ga 180 175 N
Gullied land, cal. shale Gc 180 175 N
Hagerstowm HaB sil 0.28 0.28 5 180 175 0.816 100-250 175 4 0.50 N - not erodible N
Hagerstowm HaC sil 0.28 0.28 5 180 175 0.816 100-200 150 9 1.45 HE N
Hagerstowm HgD3 sicl 0.32 0.32 4 180 175 0.571 50-150 100 13 2.05 HE N
Huntington HuA sil 0.28 0.28 5 180 175 0.816 25-275 150 2 0.23 N - not erodible N
Huntington HuC sil 0.28 0.28 5 180 175 0.816 100-200 150 8 1.21 HE N
Huntington  (Sensabaugh) Hv grv-sil 0.2 0.37 5 180 175 1.143 25-200 110 1 0.13 N - not erodible N
Lawrence Lc sil 0.43 0.43 3 180 175 0.319 25-275 150 1 0.15 N - not erodible I - inclusions
Lindside Ld sil 0.37 0.37 5 180 175 0.618 25-200 110 1 0.13 N - not erodible N
Lowell LyC3 sicl 0.37 0.37 2 180 175 0.247 100-200 150 9 1.45 HE N
Lowell LyD3 sicl 0.37 0.37 2 180 175 0.247 50-150 100 16 2.84 HE N
Markland MkC sil 0.37 0.37 5 180 175 0.618 100-200 150 7 1.02 HE N
Markland MkD2 sil 0.37 0.37 5 180 175 0.618 50-150 100 16 2.84 HE N
Markland MlC3 sic 0.32 0.32 4 180 175 0.571 100-200 150 9 1.45 HE N
Markland MlD3 sic 0.32 0.32 4 180 175 0.571 50-150 100 16 2.84 HE N
McGary Mr sil 0.37 0.37 5 180 175 0.618 25-200 110 0.5 0.10 N - not erodible I - inclusions
Melvin Mt sil 0.43 0.43 5 180 175 0.532 25-200 110 0.5 0.10 N - not erodible H - hydric
Newark Ne sil 0.37 0.37 5 180 175 0.618 25-200 100 1 0.13 N - not erodible I - inclusions
Nicholson NhB sil 0.37 0.37 4 180 175 0.494 25-300 175 4 0.50 HE N
Otway OtC sicl 0.24 0.24 3 180 175 0.571 100-200 150 9 1.45 HE N
Otway OtE sicl 0.24 0.24 3 180 175 0.571 50-150 100 21 4.44 HE N
Pembroke PbA sil 0.37 0.37 5 180 175 0.618 25-275 150 1 0.15 N - not erodible N
Pembroke PbB sil 0.37 0.37 5 180 175 0.618 100-250 175 4 0.50 N - not erodible N
Pembroke PbC sil 0.37 0.37 5 180 175 0.618 100-200 150 9 1.45 HE N
Pembroke PeC3 sicl 0.37 0.37 4 180 175 0.494 100-200 150 9 1.45 HE N
Robertsville Rb sil 0.43 0.43 3 180 175 0.319 25-200 110 0.5 0.10 N - not erodible H - hydric
Rockcastle RcD sil 0.37 0.37 3 180 175 0.371 50-150 100 16 2.84 HE N
Rockcastle RcF sil 0.37 0.37 3 180 175 0.371 50-100 75 35 10.03 HE N
Rockcastle RkE3 cn-sic 0.2 0.28 2 180 175 0.457 50-150 100 21 3.79 HE N
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Rockcastle-Weikert complex Rlf 180 175 50-100 75 35 10.03 HE N
             Rockcastle sil 0.37 0.37 3 180 175 0.371
             Weikert cn-sil 0.24 0.43 2 180 175 0.381
Rock land-Corydon complex Ro 180 175 50-150 100 21 4.44 HE N
             Rock land  (ROC)
             Corydon sil 0.43 0.43 1 180 175 0.106
Russellville  (Nicholson) RuA sil 0.37 0.37 4 180 175 0.494 25-250 150 1 0.15 N - not erodible N
Russellville  (Nicholson) RuB sil 0.37 0.37 4 180 175 0.494 100-250 175 4 0.50 HE N
Shelbyville ShB sil 0.37 0.37 5 180 175 0.618 100-300 175 4 0.50 N - not erodible N
Shrouts-Otway complex SoC 180 175 100-200 150 9 1.45 HE N
              Shrouts sic 0.28 0.28 3 180 175 0.490
              Otway sicl 0.24 0.24 3 180 175 0.571
Shrouts-Otway complex SoE 180 175 50-150 100 21 4.44 HE N
              Shrouts sic 0.28 0.28 3 180 175 0.490
              Otway sicl 0.24 0.24 3 180 175 0.571
Tilsit TlB sil 0.43 0.43 3 180 175 0.319 100-250 175 4 0.50 HE N
Tilsit TlC2 sil 0.43 0.43 3 180 175 0.319 100-200 150 9 1.45 HE N
Trappist TpB sil 0.37 0.37 2 180 175 0.247 100-250 175 4 0.50 HE N
Trappist TpB2 sil 0.37 0.37 2 180 175 0.247 100-250 175 4 0.50 HE N
Trappist TpC sil 0.37 0.37 2 180 175 0.247 100-200 150 9 1.45 HE N
Trappist TpC2 sil 0.37 0.37 2 180 175 0.247 100-200 150 9 1.45 HE N
Trappist TpD sil 0.37 0.37 2 180 175 0.247 50-150 100 16 2.84 HE N
Trappist TpD2 sil 0.37 0.37 2 180 175 0.247 50-150 100 16 2.84 HE N
Trappist TrC3 sicl 0.32 0.32 1 180 175 0.143 100-200 150 9 1.45 HE N
Trappist TrD3 sicl 0.32 0.32 1 180 175 0.143 50-150 100 16 2.84 HE N
Trimble TsB gr-sil 0.24 0.37 5 180 175 0.952 100-250 175 4 0.50 N - not erodible N
Trimble TsC gr-sil 0.24 0.37 5 180 175 0.952 100-200 150 9 1.45 HE N
Trimble TsD gr-sil 0.24 0.37 3 180 175 0.571 50-150 100 16 2.84 HE N
Trimble TtD3 gr-sicl 0.24 0.37 4 180 175 0.762 50-150 100 16 2.84 HE N
Lowell-Faywood uLfC 180 175 100-250 150 9 1.45 HE N
              Lowell sil 0.49 0.49 3 180 175 0.280
              Faywood sil 0.43 0.43 2 180 175 0.213
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Lowell-Faywood uLfD 180 175 50-150 100 16 2.84 HE N
              Lowell sil 0.49 0.49 3 180 175 0.280
              Faywood sil 0.43 0.43 2 180 175 0.213
Lowell-Sandview uLsoB 180 175 100-300 150 4 0.47 HE N
              Lowell sil 0.49 0.49 3 180 175 0.280
              Sandview sil 0.43 0.43 5 180 175 0.532
Whitley WhB sil 0.37 0.37 5 180 175 0.618 100-250 175 4 0.50 N - not erodible N
Whitley WhC sil 0.37 0.37 5 180 175 0.618 100-200 150 9 1.45 HE N
Whitley  (wernock) WhD sil 0.37 0.37 3 180 175 0.371 50-150 100 16 2.84 HE N
Woolper WoB sicl 0.24 0.24 5 180 175 0.952 100-250 175 4 0.50 N - not erodible N
Woolper WoC sicl 0.24 0.24 5 180 175 0.952 100-200 150 9 1.45 HE N
Woolper WoD2 sicl 0.24 0.24 5 180 175 0.952 50-150 100 16 2.84 HE N
Zanesville ZaB sil 0.43 0.43 4 180 175 0.425 100-250 175 4 0.50 HE N
Zanesville ZaC2 sil 0.43 0.43 4 180 175 0.425 100-200 150 9 1.45 HE N
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