RUSSELL COUNTY HEL SOIL DATABASE (10/2015)

SOIL SERIES MAP SURFACE] Kw Kf T RUSLE | USLE | CRL.LS | SLOPE SLOPE |% SLOPE LS HEL DET. HYDRI DET.
SYMBOLS | TEXTURE] (K) factor R R length | LENGTH] USED | FACTOR |HE- highly erodible |H - hydric
factor | factor RANGE N - not erodible | -inclusions
N - not hydric
Ashton Ab sil 0.37 0.37 5 185 200 0.541 25-275 150 1 0.15 N - not erodible N
Caneyville CaC sil 0.37 0.37 2 185 200 0.216/ 100-200 150 9 1.45 HE N
Caneyville-Garmon Asoc. CGE 185 200 50-150 100 25 5.89 HE N
Caneyville sil 0.37 0.37 2 185 200 0.216
Garmon cn-sil 0.28 0.37 2 185 200 0.286
Colyer CoE cn-sil 0.28 0.43 1 185 200 0.143 50-150 100 25 5.89 HE N
Dam, large DAM 185 200
Elk EkB sil 0.43 0.43 5 185 200 0.465| 100-250 175 4 0.50 HE N
Elk EkC sil 0.43 0.43 5 185 200 0.465| 100-200 150 9 1.45 HE N
Frederick FeB sil 0.37 0.37 5 185 200 0.541| 100-250 175 4 0.50 N - not erodible N
Frederick FeC sil 0.37 0.37 5 185 200 0.541| 100-200 150 9 1.45 HE N
Frederick FeD sil 0.37 0.37 5 185 200 0.541 50-150 100 16 2.84 HE N
Frederick FrC3 sicl 0.24 0.24 4 185 200 0.667| 100-200 150 9 1.45 HE N
Faywood FWE sil 0.32 0.32 2 185 200 0.250 50-150 100 21 4.44 HE N
Garmon-Canneyville Assoc. |GCF 185 200 50-100 75 35 8.93 HE N
Garmon cn-sil 0.28 0.37 2 185 200 0.286
Canneyville sil 0.37 0.37 2 185 200 0.216
Gilpin GpB sil 0.32 0.32 3 185 200 0.375| 100-250 175 4 0.50 HE N
Gilpin GpC sil 0.32 0.32 3 185 200 0.375| 100-200 150 9 1.45 HE N
Gilpin GpD sil 0.32 0.32 3 185 200 0.375 50-150 100 16 2.84 HE N
Lonewood LoB loam 0.28 0.28 3 185 200 0.429| 100-250 175 4 0.50 HE N
Lonewood LoC loam 0.28 0.28 3 185 200 0.429( 100-200 150 9 1.45 HE N
Melvin Me sil 0.43 0.43 5 185 200 0.465 25-200 110 0.5 0.10 N - not erodible H - hydric
Mountview MoB sil 0.37 0.37 5 185 200 0.541| 100-250 175 4 0.50 N - not erodible N
Mountview MoC sil 0.37 0.37 5 185 200 0.541| 100-200 150 9 1.45 HE N
Nolin No sil 0.32 0.32 5 185 200 0.625 25-200 110 1 0.13 N - not erodible | - inclusions
Nolin Variant Nv fsl 0.2 0.2 5 185 200 1.000 25-200 110 1 0.13 N - not erodible N
Sango SaB sil 0.43 0.43 4 185 200 0.372 25-200 110 2 0.21 N - not erodible N
Skidmore Sk gr-| 0.17 0.32 3 185 200 0.706 25-200 110 1 0.13 N - not erodible | - inclusions
Taft Ta sil 0.32 0.32 4 185 200 0.500 25-200 110 1 0.13 N - not erodible | - inclusions
Trimble TrC cn-sil 0.24 0.37 5 185 200 0.833] 100-200 150 9 1.45 HE N
Trimble TrD cn-sil 0.24 0.37 5 185 200 0.833 50-150 100 16 2.84 HE N
Udorthents, undulating uUd 185 200].
Water W 185 200].
Woolper WoC sicl 0.24 0.24 5 185 200 0.833| 100-200 150 9 1.45 HE N
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