SCOTT CO HEL SOILS DATABASE (10/2015)

SOIL SERIES MAP SURFACE] Kw Kf T RUSLE USLE CRL.LS | SLOPE SLOPE |% SLOPE LS HEL DET. HYDRI DET.
SYMBOLS | TEXTURE] (K) factor R R length | LENGTH] USED | FACTOR [HE- highly erodible |H - hydric
factor factor RANGE N - not erodible | -inclusions
N - not hydric
Ashton AsA sil 0.37 0.37 5 165 175 0.618 25-275 150 1 0.15 N N
Cynthiana ChD sicl 0.37] 0.37 1 165 175 0.124 100-250 175 16 3.75 HE N
Cynthiana-Rock Outcrop CyF 165 175 100-200 150 35 12.62 HE N
Cynthiana sicl 0.37] 0.37 1 165 175 0.124 N
Rock Outcrop 165 175 N
Dam, large DAM 165 175
Dunning variant Du sicl 0.24] 0.24 3 165 175 0.571 25-275 150 1 0.15 N H - hydric
Eden EdD sicl 0.32] 0.32 3 165 175 0.429 50-250 100 16 2.84 HE N
Eden EfE3 fl-sic 0.17 0.28 2 165 175 0.538 50-200 100 25 5.89 HE N
Eden-Faywood soils EhB 165 175 100-200 150 7 1.02 HE N
Eden sicl 0.32 0.32 3 165 175 0.429 N
Faywood sicl 0.28] 0.28 2 165 175 0.327 N
Huntington Hu sil 0.37 0.37 5 165 175 0.618 25-200 110 1 0.13 N N
Lowell-Nolin soils LwB 165 175 50-150 100 6 0.67 N N
Lowell sil 0.32 0.32 5 165 175 0.714 6
Nolin sil 0.32] 0.32 5 165 175 0.714 3
McAfee McC sil 0.32 0.32 2 165 175 0.286| 100-200 150 9 1.45 HE N
McAfee McD sil 0.32] 0.32 2 165 175 0.286( 100-200 150 16 3.48 HE N
Newark Ne sil 0.43 0.43 5 165 175 0.532 25-200 100 1 0.13 N | - inclusions
Nicholson NfB sil 0.37] 0.37 4 165 175 0.494 25-300 175 4 0.50 HE N
Nolin No sil 0.37] 0.37 5 165 175 0.618 25-200 100 1 0.13 N | - inclusions
Pits, quarries Pt 165 175
Bluegrass-Maury uBImB sil 165 175 25-275 150 4 0.47 N N
Bluegrass sil 0.43] 0.43 5 165 175 0.532
Maury sil 0.43[ 0.43 5 165 175 0.532
Lowell-Bluegrass uLbiB 165 175 100-300 150 4 0.47 HE N
Lowell sil 0.49( 0.49 3 165 175 0.280
Bluegrass sil 0.43] 0.43 5 165 175 0.532
Lowell-Faywood uLfC 165 175 100-250 150 9 1.45 HE N
Lowell sil 0.49] 0.49 3 165 175 0.280
Faywood sil 0.43| 0.43 2 165 175 0.213
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Lowell-Sandview uLsoB 165 175 100-300 150 4 0.47 HE N
Lowell sil 0.49 0.49 3 165 175 0.280
Sandview sil 0.43 0.43 5 165 175 0.532
Maury-Bluegrass uMIimC sil 165 175 25-275 150 9 1.45 HE N
Maury sil 0.43 0.43 5 165 175 0.532
Bluegrass sil 0.43 0.43 5 165 175 0.532
Water W 165 175 N
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