
Before Practice Situation:

Water supplies need to be conveyed through pipelines for use by livestock or wildlife.

After Practice Situation:

Pipeline(s) convey and/or distribute water to storage and/or watering facilities, for use by livestock or wildlife.

Scenario Feature Measure:

Length of Pipe

Scenario Description:

Description: Below ground installation of PVC (Iron Pipe Size) pipeline. PVC (IPS) is manufactured in sizes (nominal 
diameter) from ½‐inch to 36‐inch; typical practice sizes range from 1‐inch to 4‐inch; and typical scenario size is 1‐
inch. Construct 1,320 feet of 1‐inch, Schedule 40, PVC Pipeline with appurtenances, installed below ground with a 
minimum 1.5 feet of ground cover. The scenario unit is weight of pipe material in pounds. 1,320 feet of 1‐inch, 
Schedule 40, PVC pipe weighs 0.240 lb/ft, or a total of 317 pounds. Appurtenances include: couplings, fittings, 
thrust blocks, gate valves (2), air release valves (2), drain valve (1), and pressure relief valve (1), and are included in 

 the cost of pipe material (addi onal 10% of pipe material quan ty). Revegeta on is not included.Resource 
 Concerns: Inadequate Livestock Water, Inefficient Energy Use. Associated Prac ces: Cri cal Area Plan ng (342), 

Pumping Plant (533), Watering Facility (614), and Water Harvesting Catchment (636).

PVC (Iron Pipe Sizes <1.5")Scenario # 1

Scenario Typical Size: 1320 Foot

Practice: 516 ‐ Pipeline

Louisiana

Unit Cost $1.79

Cost Category Component Name Quantity Unit Unit Cost Cost

Materials Pipe, PVC, dia. < 18", weight priced 348 Pound $1.38 $480.24

Equip./Install. Trenching, Earth, 12" x 48" 1320 Foot $1.06 $1,399.20

Labor General Labor 12 Hour $18.57 $222.84

Mobilization Mobilization, medium equipment 2 Each $133.51 $267.02

Total Cost: $2,369.30
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Before Practice Situation:

Water supplies need to be conveyed through pipelines for use by livestock or wildlife.

After Practice Situation:

Pipeline(s) convey and/or distribute water to storage and/or watering facilities, for use by livestock or wildlife.

Scenario Feature Measure:

Length of Pipe

Scenario Description:

Description: Below ground installation of PVC (Iron Pipe Size) pipeline. PVC (IPS) is manufactured in sizes (nominal 
diameter) from ½‐inch to 36‐inch; typical practice sizes range from 1‐inch to 4‐inch; and typical scenario size is 1½‐
inch. Construct 1,320 feet of 1½‐inch, Schedule 40, PVC Pipeline with appurtenances, installed below ground with a 
minimum 1.5 feet of ground cover. The scenario unit is weight of pipe material in pounds. 1,320 feet of 1½‐inch, 
Schedule 40, PVC pipe weighs 0.501 lb/ft, or a total of 661 pounds. Appurtenances include: couplings, fittings, 
thrust blocks, gate valves (2), air release valves (2), drain valve (1), and pressure relief valve (1), and are included in 

 the cost of pipe material (addi onal 10% of pipe material quan ty). Revegeta on is not included.Resource 
 Concerns: Inadequate Livestock Water, Inefficient Energy Use. Associated Prac ces: Cri cal Area Plan ng (342), 

Pumping Plant (533), Watering Facility (614), and Water Harvesting Catchment (636).

PVC (Iron Pipe Sizes 1.5" ‐ 2.5")Scenario # 2

Scenario Typical Size: 1320 Foot

Practice: 516 ‐ Pipeline

Louisiana

Unit Cost $2.19

Cost Category Component Name Quantity Unit Unit Cost Cost

Materials Pipe, PVC, dia. < 18", weight priced 727 Pound $1.38 $1,003.26

Equip./Install. Trenching, Earth, 12" x 48" 1320 Foot $1.06 $1,399.20

Labor General Labor 12 Hour $18.57 $222.84

Mobilization Mobilization, medium equipment 2 Each $133.51 $267.02

Total Cost: $2,892.32
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Before Practice Situation:

Water supplies need to be conveyed through pipelines for use by livestock or wildlife.

After Practice Situation:

Pipeline(s) convey and/or distribute water to storage and/or watering facilities, for use by livestock or wildlife.

Scenario Feature Measure:

Length of Pipe

Scenario Description:

Description: Below ground installation of PVC (Iron Pipe Size) pipeline. PVC (IPS) is manufactured in sizes (nominal 
diameter) from ½‐inch to 36‐inch; typical practice sizes range from 1‐inch to 4‐inch; and typical scenario size is 3‐
inch. Construct 1,320 feet of 3‐inch, Schedule 40, PVC Pipeline with appurtenances, installed below ground with a 
minimum 1.5 feet of ground cover. The scenario unit is weight of pipe material in pounds. 1,320 feet of 3‐inch, 
Schedule 40, PVC pipe weighs 0.1.390 lb/ft, or a total of 1,835 pounds. Appurtenances include: couplings, fittings, 
thrust blocks, gate valves (2), air release valves (2), drain valve (1), and pressure relief valve (1), and are included in 

 the cost of pipe material (addi onal 10% of pipe material quan ty). Revegeta on is not included.Resource 
 Concerns: Inadequate Livestock Water, Inefficient Energy Use. Associated Prac ces: Cri cal Area Plan ng (342), 

Pumping Plant (533), Watering Facility (614), and Water Harvesting Catchment (636).

PVC (Iron Pipe Sizes 3" ‐ 4")Scenario # 3

Scenario Typical Size: 1320 Foot

Practice: 516 ‐ Pipeline

Louisiana

Unit Cost $3.65

Cost Category Component Name Quantity Unit Unit Cost Cost

Materials Pipe, PVC, dia. < 18", weight priced 2018 Pound $1.38 $2,784.84

Equip./Install. Trenching, Earth, 12" x 48" 1320 Foot $1.06 $1,399.20

Labor General Labor 20 Hour $18.57 $371.40

Mobilization Mobilization, medium equipment 2 Each $133.51 $267.02

Total Cost: $4,822.46
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Before Practice Situation:

Water supplies need to be conveyed through pipelines for use by livestock or wildlife.

After Practice Situation:

Pipeline(s) convey and/or distribute water to storage and/or watering facilities, for use by livestock or wildlife.

Scenario Feature Measure:

Length of Pipe

Scenario Description:

Description: Below ground installation of HDPE (Iron Pipe Size & Tubing) pipeline. HDPE (IPS &Tubing) is 
manufactured in sizes (nominal diameter) from ½‐inch to 24‐inch; typical practice sizes range from 1‐inch to 4‐inch; 
and typical scenario size is 1½‐inch. Construct one mile (1,320 feet) of 1½‐inch, Class 200 (SDR‐9.0, PE4708), HDPE 
Pipeline with appurtenances, installed below ground with a minimum 1.5 feet of ground cover. Typical size range 
of pipe installed: 1‐inch to 4‐inch. The scenario unit is weight of pipe material in feet. Appurtenances include: 
fittings, anchors, thrust blocks, gate valves (2), air release valves (2), drain valve (1), and pressure relief valve (1), 
and are included in the cost of pipe material (additional 10% of pipe material quantity). Revegetation is not 

  included.Resource Concerns: Inadequate Livestock Water, Inefficient Energy Use. Associated Prac ces: Cri cal 
Area Planting (342), Pumping Plant (533), Watering Facility (614), and Water Harvesting Catchment (636).

HDPE in ft (Iron Pipe Size & Tubing)Scenario # 4

Scenario Typical Size: 1320 Foot

Practice: 516 ‐ Pipeline

Louisiana

Unit Cost $2.61

Cost Category Component Name Quantity Unit Unit Cost Cost

Materials Pipe, HDPE, smooth wall, weight priced 690 Pound $2.40 $1,656.00

Equip./Install. Trenching, Pipeline Plowing 1320 Foot $0.91 $1,201.20

Equip./Install. Fuser for HDPE Pipe 8 Hour $22.34 $178.72

Labor General Labor 8 Hour $18.57 $148.56

Mobilization Mobilization, medium equipment 2 Each $133.51 $267.02

Total Cost: $3,451.50
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Before Practice Situation:

Water supplies need to be conveyed through pipelines for use by livestock or wildlife.

After Practice Situation:

Pipeline(s) convey and/or distribute water to storage and/or watering facilities, for use by livestock or wildlife.

Scenario Feature Measure:

Length of Pipe

Scenario Description:

Description: Below ground installation of PVC (Iron Pipe Size) pipeline. PVC (IPS) is manufactured in sizes (nominal 
diameter) from ½‐inch to 36‐inch; typical practice sizes range from 1‐inch to 4‐inch; and typical scenario size is 3‐
inch. Construct 1,320 feet of 3‐inch, Schedule 40, PVC Pipeline with appurtenances, installed below ground with a 
minimum 1.5 feet of ground cover. The scenario unit is weight of pipe material in pounds. 1,320 feet of 3‐inch, 
Schedule 40, PVC pipe weighs 0.1.390 lb/ft, or a total of 1,835 pounds. Appurtenances include: couplings, fittings, 
thrust blocks, gate valves (2), air release valves (2), drain valve (1), and pressure relief valve (1), and are included in 

 the cost of pipe material (addi onal 10% of pipe material quan ty). Revegeta on is not included.Resource 
 Concerns: Inadequate Livestock Water, Inefficient Energy Use. Associated Prac ces: Cri cal Area Plan ng (342), 

Pumping Plant (533), Watering Facility (614), and Water Harvesting Catchment (636).

Steel sleeve, boring under roadwayScenario # 5

Scenario Typical Size: 1320 Foot

Practice: 516 ‐ Pipeline

Louisiana

Unit Cost $2.60

Cost Category Component Name Quantity Unit Unit Cost Cost

Equip./Install. Backhoe, 80 HP 8 Hour $40.48 $323.84

Labor Equipment Operators, Heavy 8 Hour $25.62 $204.96

Mobilization Mobilization, medium equipment 2 Each $133.51 $267.02

Equip./Install. Horizontal Boring, > 3" diameter 60 Foot $43.88 $2,632.80

Total Cost: $3,428.62
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