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A properly operated and maintained Roof and Cover practice is an asset to your property.  This practice was designed and installed to properly manage runoff, reduce erosion, minimize degradation of water quality and to conserve nutrients for use in crop production.  Other practices installed to collect, treat and/or store contaminated runoff shall also be properly operated and maintained to minimize water quality degradation.  The estimated life span of the system is at least 10 years.  The life can be assured and usually increased by developing and carrying out a good operation and maintenance program.
This practice will require you to perform periodic operation and maintenance to maintain satisfactory performance.  The following are some recommendations to help you develop a good operation and maintenance program.
Inspection and Maintenance
1. Inspect condition of trusses, bracing, support walls, roofing material, and siding for damage from insects, water, wind, vehicles or animals.  Repair as needed immediately.  
2. Inspect condition of all fasteners (nails, bolts, strapping) to ensure they are tight and intact.  Tighten, repair, or replace as needed immediately.
3. Do not allow manure to come in contact with non-pressure treated wood for extended periods of time.
4. If glue laminated beams are used, care must be taken to minimize their exposure to moisture for extended periods.
5. Wood that is not pressure treated and is exposed to the weather needs to be stained or otherwise treated to protect it.
6. Excessive snow loads need to be removed from roof.
7. Ensure canvas covers stay tight, secure, and free of tears.
8. Repair rips/holes as needed.

Specific Recommendations for Your Practice
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