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OVERVIEW 

This plan is for waste transfer irrigation systems.  The estimated life span of this installation is 15 years.  The 
performance life of this installation can be assured by developing and carrying out an effective operation and 
maintenance program.  Operation and maintenance (O&M) is necessary for all conservation practices and is 
required for all practices installed with NRCS financial and technical assistance.  The producer or land owner 
is responsible for proper O&M throughout the life of the practice and as may be required by federal, state, or 
local laws or regulations. 

Operation refers to the act of using the practice in compliance with all laws, regulations, ordinances, and 
easements; and in such a manner that will result in the least adverse impact on the environment and will 
permit the practice to serve the purpose for which it was installed.  Maintenance includes work to prevent 
deterioration of the practice, repairing damage, or replacing components which fail.   

GENERAL RECOMMENDATIONS 

• Check to make sure all valves and air vents are set at the proper operating condition providing protection 
to the pipeline.  Verify the air release valves are open and the pipeline is not pressurized when making 
connections or opening caps.  Do not stand in front of valve, fittings, hoses or caps when they are 
released from the pipeline. 

• Allow the pipeline to fill gradually when being put into use after shut down or draining.  The maximum flow 
during filling should not exceed a velocity of 1 foot per second 

 

Pipe Diameter 6 inch 8 inch 10 inch 12 inch 15 inch 

Fill Rate 90 gpm 160 gpm 245 gpm 350 gpm 550 gpm 

 

• Always slowly open and close or adjust the settings of in-line valves to avoid water hammer. 

• Periodically check and repair all valves, gates and regulators to the system requirements following the 
manufacturer's recommendations. 

• Maintain the design depth of cover over the pipeline. 

• Limit traffic over the pipeline to designated sections designed for traffic loads. 

• Avoid travel over pipelines by tillage equipment when the soil is saturated. 

• Avoid any subsoiling operation that may disturb the pipeline. 

• Remove all foreign debris that hinders system operation. 
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• Drain the system and components after every use.  Disconnect the pump from the pipeline after every use.     
Recommend flushing the pipeline with water after use with manure slurry. 

• Winterization – at the end of irrigation season flush the pipeline with water.  Completely drain the pipeline 
following the described procedure found in the specific recommendation section.  

• Check exterior coatings on above-ground and on-ground pipeline installations.  Repair any damage 
immediately. 

• Maintain vigorous growth of vegetative coverings.  This includes reseeding, fertilization and application of 
herbicides when necessary.  Periodic mowing may also be needed to control height. 

• Immediately repair any vandalism, vehicular, or livestock damage to any outlets and appurtenances. 

• Inspect for damage from rodents or burrowing animals.  Repair any damage.  Take appropriate corrective 
actions to alleviate further damage. 

Pipeline Draining Procedure:                 

             

             

             

             

             

             

             

             

             

              

Specific Recommendations for Your Installation:        

             

             

             

             

             

             

             

             

             

             

              

CONTACT YOUR LOCAL NATURAL RESOURCES CONSERVATION SERVICE OFFICE FOR ANY 
ADDITIONAL TECHNICAL ASSISTANCE YOU MIGHT NEED FOR IMPLEMENTATION OF THIS 
OPERATION AND MAINTENANCE PLAN FOR YOUR PIPELINE. 
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