
NATURAL RESOURCES CONSERVATION SERVICE 
CONSTRUCTION SPECIFICATIONS 

 
FENCE 

General 

The construction and operation of the fence shall comply with all federal, state and local law, rules and 

regulations.   

 

Construction operations shall be carried out in a manner and sequence so that erosion and air and water 

pollution are minimized and held within legal limits. 

 

The completed job shall present a workmanlike appearance and shall conform to the requirements indicated 

and shown on the drawings. 

 

All operations shall be carried out in a safe and skillful manner.  Safety and health regulations shall be 

observed and appropriate safety measures used.  Contractor shall not begin construction prior to confirming 

buried utilities have been located. 

 

Materials 

 

Materials must be manufactured for the purpose of fence construction and shall conform to the 

requirements shown on the drawings. Producers receiving financial assistance must utilize new materials 

which can be documented with a receipt, with the exception of organic initiative participants. 

 

Wood posts shall be treated with pentachlorophenol (0.4 lbs/ft3), creosote and creosote solutions (6.0‐8.0 

lbs/ft3) or chromated copper arsenate (0.4 lbs/ft3).  Treated posts will be 4 inches or more in diameter at the 

small end.  Line posts should be 84 inches in length and should be buried or driven a minimum of 30 inches 

below the soil surface.  Steel t‐posts may also be used, if so, t‐post shall be driven so that flange is below the 

soil surface. 

 

Brace pins shall be class III galvanized steel with a minimum diameter of 3/8 inches.  Brace pins shall be a 

minimum length of 5 inches on the end post and 10 inches on the pull post.  The horizontal brace piece for 

"H" braces shall be placed at 12 inches from the top of the post.   

 

Corner, Gate and Brace Posts  Corner, gate and vertical brace posts should be at least 6 inches in diameter.  

Horizontal brace Cross members shall be at least 5 inches in diameter.   Corner, gate and vertical brace posts 

shall be minimum length of  8  feet and should be buried a minimum of 3 ½ feet below the soil surface.  

Horizontal brace posts should be 8 to 10 feet in length.  Corner, gate and vertical brace posts must be 

anchored securely.  Install a deadman where needed.  Locate braced line post units at 660 feet intervals or at 

points of change in slope and in curves. Brace wire composed of number 9‐gauge smooth wire or 121/2‐

gauge high tensile smooth wire may be used. Inline strainers will be used to tighten brace wire. 

 

Post Installation  Steel and fiberglass posts shall be and wood posts may be driven unless otherwise 

specified.  Wood posts may be set in holes and backfilled with concrete, pea gravel, tamped earth or tamped 

ground limestone except where otherwise specified.   

 



Post holes shall be at least 6 inches larger than the maximum diameter or side dimension of the posts when 

set in concrete, pea gravel or tamped ground limestone.  Posts holes shall be at least 4 inches larger than the 

maximum diameter or side dimension of the posts when tamped with earth except where otherwise 

specified.   

 

Earth, pea gravel, and limestone backfill around posts shall be thoroughly tamped in layers not thicker than 4 

inches and shall completely fill the post hole up to the ground surface.  Concrete backfill around posts shall 

be rodded into place in layers not thicker than 12 inches and shall fill post hole six inches below ground 

surface or crowned above the ground surface. No stress shall be applied to posts set in concrete until at least 

24 hours after the concrete has set.   

 

Pull Assemblies Unless otherwise specified, corner assemblies shall be installed at all points where the fence 

alignment changes 15 degrees or more, at any section end including at gates, at  stretches over 660 feet, and 

where the vertical angle change exceeds 15 percent or as otherwise specified.  In fences stretching over 660 

feet, double assembly braces shall be used in corners and ends.  Fencing shall not exceed 1,320 feet between 

double assembly braces. 

 

Wire and Hardware.  All barbed wire fences will consist of a minimum of four strands of wire.  Five strand 

fences should be used for farm borders.  The first strand of a five strand fence will be placed at a minimum 

height of 10 inches above the soil surface with the remaining four strands placed at equal spaces not to 

exceed 12 inch intervals to comprise a total minimum height of 48 inches. Four strand fences will be used for 

interior fences. The first strand of a four strand fence will be placed 12 to 15 inches above the soil surface 

with the remaining three strands placed at equal spaces not to exceed 12 inch intervals to comprise a total 

minimum height of 48 inches.  All wire and hardware used in the construction of this fence will be new 

galvanized material.  All barbed wire will be double strand type and at least 12 ½ gauge, heavier malleable 

steel wire or minimum 15 ½ gauge hi‐tensile wire.  Crimped, commercial designed splice sleeves or “Western 

Union” splice will be used where splicing is necessary.   

 

Wire shall conform to the requirements shown on the drawings.  Staples shall conform to the requirements 

shown on the drawings.  Staples shall allow for wire movement.  Wire attachment to steel and fiberglass 

posts shall be according to post manufacturers recommendations or two turns of 14 gauge galvanized wire.   

 

The fencing wire (woven and barbed) shall be fastened to each end post, corner post, and pull post by 

wrapping each horizontal strand around the post and tying it back on itself with not less than three tightly 

wound wraps.  High Tensile wire shall be fastened likewise except it shall be wound no less than five tight 

wraps or attached with a crimping sleeve.   

Barbed wire shall not be energized. 

Barbed wire Fence with T posts uses wood posts for all bracing ends and wood and/or steel T posts for line 

posts. A maximum of 10 ft. spacing shall be between post.  

 

 

 

 

 

 



Energizers.   Use a low‐impedance energizer with a minimum of 5,000 volt output. The number of joules 

needed depends on the length of the fence, the number of electrified wires and severity of conditions.  As a 

general rule you will need an energizer with a rating of 1 joule for every 5 miles of wire you want to electrify.  

Pulse duration should be between 30‐65 pulses per minute.  The energizer should provide a minimum of 

3,000 volts throughout the fence.  All (110V/220V) operated energizers should be installed under cover in a 

protected area.  Permanently installed solar powered energizers are best placed in the center of the area to 

be fenced.   

  

Wire.   High tension power fences (200‐300 lbs. tension per wire) should be constructed of a minimum of 12 

½ gauge, 160,000 psi break strength, type III galvanized wire.  Install the bottom wire first, then the next 

highest, etc.  Attach wire to the livestock side of fence.   All splices should be made using sleeves or links in 

order to maintain 100% of the strength of the wire. 

  

Tensioning the Wire.  Install strainers on each strand of wire at least 6 feet from any post.  Attach strainers 

facing away from the end/corner post so that the wire strand is pulled toward the post.  One in‐line strainer 

per wire can tension approximately 4,000 linear feet of high tensile wire on a straight line fence over level 

terrain.  Tensioning from the top down will provide clearance for turning the in‐line handle.  After 24 hours, 

check each wire again and correct the tension to the recommended 200 lb. pull.  

  

Staples.   Use 1 ½ inch to 2‐inch long, 9‐gauge, hot‐dipped, galvanized staples with cut points and barbs.  

Staples should be driven diagonally into posts without crimping the wire.  The wire should be able to move 

through the staple to allow expansion and contraction of the wire.   

  

Grounding.  The energizer grounding system should be separate (at least 30 feet away) from any other driven 

grounds.  The grounding system should consist of at least 24 feet (usually three 8‐foot rods spaced 10 feet 

apart) of ground rod.  One half inch diameter galvanized steel rods make the best ground rods. Energizers 

should be connected to ground rods with 12 ½ gauge direct burial (insulated) cable attached with ground rod 

clamps.  Use one continuous wire to connect all ground rods for the energizer.  Using a digital volt meter, the 

measured voltage between the last ground rod installed and an independent ground rod (a steel rod driven 

at least 8 inches into the soil, at least 3 feet away from the last ground rod in sequence) must be less than 

200 volts. 

 

Live Trees as Line Bracing 

No live trees will be used for construction of fencing. 

 

Maintenance.  Repair or replace anchor post assemblies when they show signs of weakness.  Refasten loose 

wires to posts and splice broken wires when necessary.  Keep the fence wires properly stretched.  This will be 

needed once or twice per year for high‐tensile fences.  Keep weeds and brush cleared from the fence line.  

Plan and follow a regular inspection routine for any needed maintenance.  All earth (ground) systems should 

be tested at least once a year during the height of the dry season and, if necessary, improved by adding more 

ground rods. 
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