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Plant Management Enhancement Activity – PLT03 – Forest stand improvement pre-
treating vegetation and fuels  

 
Additional Criteria for Nebraska: 

· Consultation with a Professional trained in Prescribed Burning 
· Assessment of both the existing fuel load and the desired fuel load 

 
TABLE OF IMPLEMENTAION OF ENHANCEMENT MEASURES – PLT03 

1 2 3 4 5 6 7 8 
Tract Field(s) Acres 

Planned 
Acres 

Applied 
List how 
reduction 
Excessive 

volatile live 
vegetation is 
accomplished 

List how 
reduction 
Excessive 
debris and 

dead fuels is 
accomplished  

List thinning 
method to 
remove a 

closed 
canopy is 

accomplished 

List method 
used to break 
the continuity 
(removal of 

ladder 
fuels)is 

accomplished  
        

        

        

        

        

        

Ex. = example.  NRCS completes column 1, 2  & 3 (Tract, Field and Acres Planned, etc ).  Operator completes remaining 
columns. 

I certify that the following information meets specifications and has been provided to NRCS:  
1. Complete the table above:  Implementation of this enhancement will require implementing one or 

more of the measures.  Provide a map with delineation of the area where the enhancement was 
applied if it is a partial field. 

2. Attach completed NE-ECS-72 or equivalent:  Job Sheet for Prescribed Burn Management Plan. 
3. The requirements for this enhancement activity including the Additional Criteria for Nebraska as 

described above have been met. 
 
I understand that it is my responsibility to obtain all necessary permits and to comply with all laws, 
regulations and ordinances pertaining to the application of these activities.  
 
 

Certified by: ___________________________________ Date:________________ 

http://efotg.nrcs.usda.gov/references/public/NE/NE-ECS-72_Prescribed_Burn_Management_Plan.pdf�
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