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DITCH AND CANAL LINING
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U. S. DEPARTMENT OF AGRICULTURE
SOIL CONSERVATION SERVICE

Field Office SCOTTSBLUFF

6 MILES NORTH OF SCOTTSBLUFF

Cooperator R.L.LAMB Location
Plan1.D. G - 12 Field No. 1 Ditch No. 1
DESIGN & LAYOUT
. Bottom Side Shoulder Diff. el.
D,\'ltgh c?s Grozde width i:f slopes width W.S.
' ft. ' H:V ft. -L.S.
1 3.9 0.2 1.0 1.0 1:1 2.0 0.8'
"AS STAKED" DATA 5. M. EL 100.0
Dl\||t((): h Lefr][gth ThlciI:]ness chuan(tjlty Description NAIL IN NW
. - : VG CORNER FENCE POST
1 1300 3 430
Specifications TECH GUIDE
Laid out by JOHN JONES &
R. L. TOMB
Date 1/2/74
BIG COUNTRY

Constructed by

DIRT MOVERS

USDA-SCS-LINCOLN. NEBR. 1973

Sketch Map
Legal Description
NW _Sec. 10

T 12N g 11E

5,L-32,649-1(2)




CONSTRUCTION CHECK
"AS BUILT" DATA

Grade, Section, and Quantities

Ditch Grade Width - ft. Depth Shoulder Length Quantity
No. % Bottom Top ft. width ft. cu.yd.
1 0.2 1.0 3.0 11 2.1 1300 430

Other

Thickness of concrete

Computations checked by R.F. HINES Date 1/6/74

Method of curing FLOODING

Construction joints, maximum spacing

Yes No

Deficiencies in grade,

Maximum horizontal deviation NONE

Concrete cylinders taken :l Yes No

. . LOOSELEAF NOTES IN CONSERVATION PLAN
Engineering Notes Reference

Remarks NONE

Arthur King e 1/6/74

Checked by Dat

USDA-SCS-LINCOLN. NEBR. 1973 5, L'32,649'2(2)



	Natural Resource District: NORTH PLATTE
	Field Office: SCOTTSBLUFF
	Cooperator: R.L. LAMB
	Location: 6 MILES NORTH OF SCOTTSBLUFF
	Plan ID: G - 12
	Field No: 1
	Ditch No: 1
	Ditch No, Row 1: 1
	Q cfs, Row 1: 3.9
	Grade , Row 1: 0.2
	Bottom width ft, Row 1: 1.0
	d+f ft, Row 1: 1.0
	Side slopes H:V, Row 1: 1:1
	Shoulder width ft, Row 1: 2.0
	Diff el W S - L S, Row 1: 0.8'
	Ditch No, Row 2: 
	Q cfs, Row 2: 
	Grade , Row 2: 
	Bottom width ft, Row 2: 
	d+f ft, Row 2: 
	Side slopes H:V, Row 2: 
	Shoulder width ft, Row 2: 
	Diff el W S - L S, Row 2: 
	Ditch No, Row 3: 
	Q cfs, Row 3: 
	Grade , Row 3: 
	Bottom width ft, Row 3: 
	d+f ft, Row 3: 
	Side slopes H:V, Row 3: 
	Shoulder width ft, Row 3: 
	Diff el W S - L S, Row 3: 
	Ditch No, Row 4: 
	Q cfs, Row 4: 
	Grade , Row 4: 
	Bottom width ft, Row 4: 
	d+f ft, Row 4: 
	Side slopes H:V, Row 4: 
	Shoulder width ft, Row 4: 
	Diff el W S - L S, Row 4: 
	Ditch No, Row 5: 
	Q cfs, Row 5: 
	Grade , Row 5: 
	Bottom width ft, Row 5: 
	Ditch No, Row 1_2: 1
	Length ft, Row 1: 1300
	Thickness in, Row 1: 3
	Quantity cuyd, Row 1: 430
	Ditch No, Row 2_2: 
	Length ft, Row 2: 
	Thickness in, Row 2: 
	Quantity cuyd, Row 2: 
	Ditch No, Row 3_2: 
	Length ft, Row 3: 
	Thickness in, Row 3: 
	Quantity cuyd, Row 3: 
	Ditch No, Row 4_2: 
	Length ft, Row 4: 
	Thickness in, Row 4: 
	Quantity cuyd, Row 4: 
	Ditch No, Row 5_2: 
	Length ft, Row 5: 
	Thickness in, Row 5: 
	Quantity cuyd, Row 5: 
	Ditch No, Row 6: 
	Length ft, Row 6: 
	Thickness in, Row 6: 
	Quantity cuyd, Row 6: 
	Specifications: TECH GUIDE
	1: 
	2: 
	Laid out by: JOHN JONES &
	undefined: R. L. TOMB
	Date: 1/2/74
	undefined_2: 
	Constructed by: BIG COUNTRY
	1_2: DIRT MOVERS
	2_2: 
	d+f ft, Row 5: 
	Side slopes H:V, Row 5: 
	Shoulder width ft, Row 5: 
	Diff el W S - L S, Row 5: 
	B M EL: 100.0
	Description: NAIL IN NW
	undefined_3: CORNER FENCE POST
	Legal Description: NW
	Sec: 10
	T: 12N
	R: 11E
	Ditch No, Row 1_3: 1
	Grade , Row 1_2: 0.2
	Bottom, Row 1: 1.0
	Top, Row 1: 3.0
	Depth ft, Row 1: 1.1
	Shoulder width, Row 1: 2.1'
	Length ft, Row 1_2: 1300
	Quantity cuyd, Row 1_2: 430
	Ditch No, Row 2_3: 
	Grade , Row 2_2: 
	Bottom, Row 2: 
	Top, Row 2: 
	Depth ft, Row 2: 
	Shoulder width, Row 2: 
	Length ft, Row 2_2: 
	Quantity cuyd, Row 2_2: 
	Ditch No, Row 3_3: 
	Grade , Row 3_2: 
	Bottom, Row 3: 
	Top, Row 3: 
	Depth ft, Row 3: 
	Shoulder width, Row 3: 
	Length ft, Row 3_2: 
	Quantity cuyd, Row 3_2: 
	Ditch No, Row 4_3: 
	Grade , Row 4_2: 
	Bottom, Row 4: 
	Top, Row 4: 
	Depth ft, Row 4: 
	Shoulder width, Row 4: 
	Length ft, Row 4_2: 
	Quantity cuyd, Row 4_2: 
	Thickness of concrete: 3.0"
	Computations checked by: R. F. HINES
	Date_2: 1/6/74
	Method of curing: FLOODING
	Construction joints, maximum spacing: 8'
	Maximum horizontal deviation: NONE
	Concrete cylinders taken: 
	Engineering Notes Reference: LOOSELEAF NOTES IN CONSERVATION PLAN
	Remarks: NONE
	1_3: 
	2_3: 
	3: 
	Checked by: Arthur King
	Date_3: 1/6/74
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