CONSTRUCTION SPECIFICATION 

NE-81.  METAL FABRICATION AND INSTALLATION

1.
SCOPE

The work shall consist of furnishing, fabricating, and installing metalwork including metal parts of composite structures.

2.
MATERIALS

Steel shall be of structural quality.  Finished surfaces shall be smooth and true to assure proper fit.

Bolts, nuts, washers, rods, rivets, etc., shall be of a material equal to the steel being fastened.

3.
PROTECTIVE COATINGS

Protective coatings will consist of either galvanizing or painting and shall be applied by the fabricator.

Galvanizing shall consist of a zinc coating by the hot dip process, except that bolts, nuts, and washers may have an electrodeposited zinc coating.

Painting shall be applied by System C.  Paint System C for this specification shall consist of the application of one coat of Epoxy Polyamide Primer (lead and chromate free) and one or more coats of Epoxy Polyamide (intermediate or finish), lead free.  When finished, it will have a minimum dry film thickness of 8.0 mils.

4.
FABRICATION

Materials shall be carefully fabricated as shown on the drawings. The fabrication shall be smooth and true to assure proper fit.  Galvanized items shall not be cut, welded, or drilled after the zinc coating is applied.

5.
ERECTION

The metal shall be erected true and plumb, closely conforming to the drawings.
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