CONSTRUCTION SPECIFICATION

NE-92.  FENCING

1.
SCOPE
The work shall consist of furnishing and installing farm field fences, including gates and fittings.

2.
MATERIALS

Materials for farm field fences shall conform to the requirements of FOTG Standard 382.  All wooden posts shall be of the same species.

3.
SETTING POSTS

Wood posts shall be set in holes and backfilled with earth, and steel posts shall be driven.

Post holes shall be at least 6 inches larger than the diameter or side dimension of the posts.

Earth backfill around posts shall be thoroughly tamped in layers not thicker than 4 inches and shall completely fill the post hole up to the ground surface.  Backfill shall be crowned up around posts at the ground surface. 

4.
ATTACHING FENCING TO POSTS

A.
The fencing shall be stretched and attached to posts on the side opposite the area being protected, except on curves, where it shall be placed on the outside of curves.

B.
The fencing shall be fastened to each end post, corner post, and pull post by wrapping each horizontal strand around the post and tying it back on itself with not less than three tightly wound wraps.

C.
Fencing shall be fastened to wooden line posts by staples with enough slack so that the wire does not bind to the post.  Each strand of barbed wire and alternate strands of woven wire fence shall be stapled.  As an alternate, 12 ga galvanized or 12 ga soft black wire may be used instead of staples.

5.
CROSSINGS AT NARROW DRAWS

Where fencing is installed parallel to the ground surface, the line posts subject to upward pull shall be anchored by means of extra embedment or by special anchors as detailed on the drawings.
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