TABLE 685-~10
FRICTION LOSS IN FEET PER 100 FEET
OF ALUMINUM PIPE WITH COUPLINGS

(Based on Scobey's formula (K = 0.40) and 30-foot pipe lengths)

:  4-inch :  5-inch :  6-inch : 7-inch : 8-~inch : 10-inch
Flow s (3.906) : (4.896) : (5.884) : (6.872) : (7.856) : (9.818)
e

100 0.893 0.295 0.120

120 1.263 0.417 0.170

1490 1.693 0.560 0.227

160 2,182 0.721 0.293

130 2.729 0.967 0.366

200 3.333 1.102 0.448 0.209

220 3.996 1.321 0.537 0.251

240 4.713 1.558 0.633 0.296

260 5.488 1.814 0.737 0. 344

280 6.316 2.089 0.849 0.397

300 7.203 2.381 0.967 0.452 0.235

320 8.142 2.692 1.094 0.511 0.265

340 9,137 3.030 1.227 0.573 0.298

360 10.18 3.366 1.368 0.639 0.332

380 11.29 3.731 1.516 0.708 0.368

400 12.44 4,113 1.671 0.781 0.399 0.136
420 13.65 4.513 1.833 0.857 0. 445 0. 149
440 14.57 4.930 1.988 0.936 0.486 0.163
460 16.23 5.364 2,179 1.019 0.529 0.177
480 17.59 5.815 2.363 1.104 0.573 0.192
500 19.01 6.284 2.554 1.193 0.620 0.208
550 7.532 3.060 1.430 0.742 0.249
600 8.886 3.611 1.687 0.876 0.294
650 10.35 4,204 1.965 1.020 0.342
700 11.91 4.839 2.262 1.174 0.394
750 13.58 5.517 2.520 1.339 0.449
300 15.35 6.237 2.915 1.513 0.507
850 17.22 6.999 3.271 1.698 0.569
900 19.20 7.801 3.646 1.893 0.635
950 8.645 4,041 2.097 0.703
1000 9.530 4.454 2.312 0.775
1100 11.42 5.338 2.771 0.929
1200 13.58 6.298 3.269 1.096
1300 15.69 7.333 3.806 1.277
1400 18.06 8.441 4,382 1.470
1500 20.59 9.624 4.996 1.675
1600 10.88 5.648 1.894
1700 Underline value generally 12,21 6,337 2.125
1800 maximum recommended value 13.61 7.064 2.369
1900 for gated pipe 15.08 7.829 2,625
2000 16.62 8.630 2.894
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