TABLE 685-14
FRICTION LOSS IN FEET PER 100 FEET IN LATERAL LINES OF
PORTABLE ALUMINUM PIPE WITH COUPLINGS

(Based on Scobey's formula and 30-foot pipe lengths) 1/
: 2~inch Zj ¢ 3=inch 2/ ¢ 4-inch Z/ ¢ 5=inch 3/ : 6=inch Z/
Flow : K = .34 :K =.,33 : K =,32 :K =,32 : K = ,32
. 8 . s . 8 . S . S
--(gpm)--

100 25.4 3.20 0.738 0.244 0.099
120 4.54 1.04 .339 .140
140 6.09 1.40 454 .188
160 7.85 1.80 .590 . 242
180 9.82 2.26 .733 .302
200 12.0 2.76 .896 .370
220 14.4 3.30 1.07 443
240 16.9 3.90 1.26 522
260 19.7 4.54 1.47 .608
280 22.8 5.22 1.70 .700
300 25.9 5.96 1.93 .798
320 29.3 6.74 2.18 .904
340 32.8 7.57 2,45 1.02
360 36.6 8.40 2.74 1.13
380 ‘ 40.6 9.36 3.03 1.26
400 44,7 10.3 3.34 1.38
420 11.3 3.66 1.51
440 12.3 4.00 1.66
460 13.4 4,35 1.80
480 14.6 4,72 1.95
500 15.8 5.10 2.12
550 18.9 6.12 2.52
600 22.2 7.22 2.98
650 25.9 8.40 3.46
700 29.8 9.68 3.99
750 33.8 11.0 4,54
800 12.5 5.15
850 14.0 5.78
900 15.6 6.44

lj For 20-foot pipe lengths, increase values in the table by 7.0
percent. For 40-foot lengths, decrease values by 3.0 percent.
2/ Outside diameter.
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