TABLE 685-15
CAPACITY OF TAILWATER PONDS AND PUMPS

FOR VARYING SIZES OF WATER SUPPLY
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Tailwater Pump

Size of Supply : Storage Needs 1/ : Capacity 2/
G.P.M. C.F.S. ; Gallons Cu.Yds. Ac.Ft. ; G.P.M. C.F.S.
5,000 11.1 1,800,000 8,910 5.7 1,670 3.7
4,500 10.0 1,620,000 8,020 5.0 1,500 3.3
4,000 8.9 1,440,000 7,130 4.5 1,330 2.9
3,500 7.8 1,260,000 6,240 3.9 1,170 2.6
3,000 6.7 1,080,000 5,350 3.3 1,000 2.2
2,500 5.5 900,000 4,560 2.8 830 1.8
2,000 4.4 720,000 3,560 2.2 670 1.4
1,800 4,0 648,000 3,210 2.0 600 1;3
1,600 3.6 576,000 2,850 1.8 530 1.1
1,400 3.1 504,000 2,500 1.5 470 1.0
1,200 2.7 432,000 2,140 1.3 400 .9
1,000 2.2 360,000 1,780 1.1 330 .7

800 1.8 288,000 1,430 .9 270 .6
600 1.3 216,000 1,070 .7 200 .4
500 1.1 200,000 990 .6 170 o4

1/ Storage needs are based on 50 percent of the total volume of water delivered
to the initial set, for a 12 hour set,

2/ Tail water pump capacity is one-third the size of the supply.
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