TABLE 685-5
FRICTION HEAD LOSS IN PLASTIC IRRIGATION PIPELINES
MANUFACTURED OF PVC OR ABS COMPOUND? /
STANDARD DIMENSION RATIO - SDR = 2] —

For PIP Pipe

Q 4=inch 6-inch 8~inch 10~inch 12-inch qQ
Gallons Gallons
per min. 3.736 ID 5.556 ID 7.382 ID 9.228 ID 11,074 ID per min,

Friction Head Loss in Feet per Hundred Feet

100 .80 .12 .03 100
110 .96 .14 .03 110
120 1.13 .16 .04 .01 120
130 1.31 .19 .05 .02 130
140 1.50 .22 .05 .02 140
150 1.70 .25 .06 .02 150
160 1.92 .28 .07 .02 160
170 2.15 .31 .08 .03 170
180 2.39 .35 .09 .03 180
190 2.64 .38 .10 .03 190
200 2.90 42 .11 .04 .01 200
220 3.46 .50 .13 .04 .02 220
240 4.07 .59 .15 .05 .02 240
260 4,72 .68 .17 .06 .02 260
280 5.41 .78 .20 .07 .03 280
300 6.15 .89 .22 .08 .03 300
320 6.93 1.00 .25 .08 .03 320
340 7.76 1.12 .28 .09 .04 340
360 8.62 1.25 .31 .11 .04 360
380 9.53 1.38 .35 .12 .05 380
400 10.48 1.52 .38 .13 .05 400
420 11,47 1.66 42 .14 .06 420
440 12,50 1.81 .45 .15 .06 440
460 13,58 1.96 .49 .17 .07 460
480 14.69 2.13 .53 .18 .07 480
500 15.84 2.29 .57 .19 T .08 500
550 18.90 2.74 .69 .23 .10 550
600 22.21 3.21 .81 .27 .11 600
5 ft/sec.

Table based on Hazen-Williams equation - C1 = 150.
1/ To find friction head loss in PVC
T or ABS pipe having a standard
dimension ratio other than 21, the
values in the table should be mul-
tiplied by the appropriate conver-
sion factor shown below:

Conversion

SDR No. Factor
13.5 1.34

17 1.13

21 1.00

26 .91

32.5 .84

41 .785
51 .75
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