


CONSTRUCTION SPECIFICATION

2.  CLEARING AND GRUBBING

1.	SCOPE

	The work shall consist of the clearing and grubbing of designated areas by removal and disposal of trees, snags, logs, stumps, shrubs, and rubbish.

2.	MARKING

	The limits of the areas to be cleared and grubbed will be marked by means of stakes, flags, tree marking or other suitable methods.  Trees to be left standing and uninjured will be designated by special markings placed on the trunks of a height of about 6 feet above the ground surface.

3.	REMOVAL

	All trees not marked for preservation and all snags, logs, brush, stumps, shrubs and rubbish shall be removed from within the limits of the marked areas.  Unless otherwise specified, all stumps, roots, and root clusters having a diameter of one inch or larger shall be grubbed out to a depth of at least two feet below subgrade elevation for concrete structures and one foot below the ground surface at embankment sites and other designated areas.

	Trees shall be felled in such a manner so as to avoid damage to trees and other woody growth outside the clearing limits or designated to be left standing.  Trees shall be felled so as to avoid damage to fences, property, or other objects outside the clearing and grubbing limits.

	When clearing and grubbing near streams, trees shall be felled away from the channels and slash and grubbing shall be kept out of the watercourse.

4.	DISPOSAL

	All material cleared and grubbed from the designated area shall be burned, buried or otherwise disposed of at locations shown on the drawings or as specified in the contract with the owner, if not shown on the drawings.

	All burning shall be carried out in accordance with state and local regulations and in a manner to protect all natural vegetation, buildings and other objects.

 	If debris, resulting from the clearing and grubbing operation is to be buried, it shall be covered with a minimum of 3 feet of soil.


5.	EROSION CONTROL

	The duration of exposure of grubbed areas to the elements shall be kept to a minimum.  Borrow and work areas shall be grubbed only as needed.

	Grubbed areas shall be controlled to minimize the possibility of eroding soil material reaching any streams or water supply.
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