CONSTRUCTION SPECIFICATION

84.     PAINTING WOODWORK

1. SCOPE

The work shall consist of cleaning and preparing wood surfaces and applying paints.

2. MATERIALS

Unless otherwise specified, painting materials shall meet the following requirements:

	Exterior paint primer shall conform to the requirements of Federal Specification TT-P-25.

Exterior oil paint shall conform to the requirements of Federal Specification TT-P-102.  Unless otherwise specified, the color shall be white.  The second coat of exterior oil paint may be thinned with mineral spirits conforming to the requirements of Federal Specification TT-T-291 or with pure gum turpentine, but the amount of thinner used shall not exceed one pine per gallon of paint.

When tinting is required it shall be accomplished by the addition of pigment-in-oil tinting colors conforming to the requirements of Federal Specification TT-P-381.

3. SURFACE PREPARATION

All surfaces to be painted shall be thoroughly cleaned prior to the application of paint.  Pitch pockets and knots shall be scraped and sealed with a shellac varnish conforming to the requirements of Federal Specification TT-S-300.  Previously painted surfaces shall be scraped and brushed to remove any checked or blistered paint and all excess chalk.

4. APPLICATION OF PAINT

Surfaces shall be clean and dry when paint is applied.  No paint shall be applied until the prepared surfaces have been inspected and approved by the engineer.

Surfaces of new wood shall be painted with one brush coat of exterior priming paint and two brush coats of exterior oil paint.
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Paints shall be thoroughly mixed at the time of application.  

Each coat shall be applied in such a manner as to produce a paint film of uniform thickness with a finished surface free from runs, drops, ridges, laps or excessive brushmarks.  The drying time between coats shall be as prescribed by the manufacturer of the paint, but not less than that required for the paint film to dry through.

The surface of each dried coat shall be cleaned as necessary before application of the next coat.

The first coat of exterior oil paint shall be tinted off color by the addition of 3 ounces of an appropriate tinting color per gallon of paint.

5. ATMOSPHERIC CONDITIONS

Paint shall not be applied when the temperature of the wood surface or of the surrounding air is less than 45F nor when atmospheric conditions result in condensation of moisture on the surface to be painted.

Surfaces protected from atmospheric conditions by special cover, heating or ventilation shall remain so protected until the paint is dry.
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