NATURAL RESOURCES CONSERVATION SERVICE
CONSERVATION PRACTICE CONSTRUCTION SPECIFICATION
ANIMAL MORTALITY FACILTY
CODE 316
Construction Specification 316-1
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Conservation practice construction specifications are reviewed periodically, and updated if needed.  To obtain the current version of this specification, contact the Natural Resource Conservation Service.
NRCS, NM
December 2010

NRCS, NM
November 2004
Conservation practice standards are reviewed periodically, and updated if needed.  To obtain the current version of this standard, contact the Natural Resource Conservation Service.
NRCS, NM
February 20
1. GENERAL 
The work shall consist of furnishing, material for/and constructing an animal mortality facility to the lines, grades, elevations, and dimensions as shown on the drawings or according to manufacturer recommendations. Specifications are to follow NRCS Agricultural Waste Management Field Handbook, Chapter 10; NRCS National Engineering Handbook Part 637, Chapter 2, Composting; and NMSU recommendations.  Construction required for this practice shall conform to the requirements of Practice Specification No. 587-Sturcture for Water Control, unless otherwise noted.  A warning sign shall be pasted in a clean visible location to warn that the structure may contain poisonous gas.  When shown on the drawings, fencing shall conform to the requirements of Practice Specification 362-Fencing. 
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2. ITEMS OF WORK AND CONSTRUCTION DETAILS
Items of work to be prepared in conformance with this specification and the construction details are:
Items of Work and Construction Details for May 2005 version of Construction Specification 521A
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Items of Work and Construction Details for May 2005 version of Construction Specification 521A 
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