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NATURAL RESOURCES CONSERVATION SERVICE
CONSERVATION PRACTICE STANDARD

BEDDING

(Acre)

CODE 310

DEFINITION

Plowing, blading, or otherwise elevating the surface of flat land into a series of broad, low ridges
separated by shallow, parallel channels.

SCOPE

This standard applies to the practice of shaping the land surface into a series of broad, low ridges.  It
does not apply to the cultural practice of farming small planting beds a few feet apart.

PURPOSE

To provide improved surface drainage at relatively low cost by establishing adjoining parallel beds or
land running in the direction of the available natural slope.  This is accomplished by moving soil
toward the center of beds to form a series of low ridges and shallow parallel channels that will
minimize water pondage, provide gradients for removing runoff, permit efficient operation of tillage
and harvesting equipment, or eliminate sources for mosquito production.

CONDITION WHERE PRACTICE APPLIES

This practice applies to poorly drained areas of 0 to 1 percent land usually having slowly permeable
soils.  It is generally used where the land use does not warrant more intensive drainage.  Soils must
be of sufficient depth to provide a satisfactory root zone after bedding.

DESIGN CRITERIA

Bedding shall be designed to run with available landslope in such manner as will provide
needed drainage without causing harmful erosion.  Bedding is usually established without
detailed engineering surveys.  Beds shall be shaped and cross-row ditches provided where
required to provide free movement of water from the crown to the parallel channels.  Crowns
shall provide a cross slope of not less than 0.3 percent.

The width of beds (distance between parallel channels) must be determined based on the
permeability of the soil and slope of the land.  Bed widths for row crops normally vary from
approximately 30-ft. (9.8 m) on relatively flat, very slowly permeable soils to approximately 80-ft.
(26.2 m) on soils with one percent slopes and moderately slow permeability.  This width may be
increased for permanent pasture, hay, and grain crops.  Bed widths should be adjusted to conform to
the width of the crop rows and farm equipment used by the landowner.

A fall of at least 9-in. (.25 m) shall be provided from the center (crown) of the bed to the bottom of
the parallel channels.
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Parallel channels may be shallow with side slopes steep or flat, based on the depth of soil, crops
grown, and local construction and maintenance methods.  Parallel channels shall be graded toward
an outlet.

An outlet must be available or developed with sufficient capacity and depth to provide for removal of
water from the parallel channels.

PLANS AND SPECIFICATIONS

Plans and specifications for bedding shall be in keeping with this standard and shall describe the
essential requirements for properly applying the practice to achieve its intended purpose.  If beds are
formed with on-farm equipment, it may take 2 to 3 years to complete beds to the required height.
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NATURAL RESOURCES CONSERVATION SERVICE
CONSTRUCTION SPECIFICATIONS

BEDDING - 310

All trees, brush, stones, or other objectionable material shall be disposed of so that they will not
interfere with the construction, operation, or maintenance of the bedding system.

All earth moved in the process of establishing the beds and parallel channels shall be spread or
disposed of so it will not impede drainage from the crown of the bed to the channels and to the
drainage field ditch or other outlet.

Minor deviations in grade, not significantly affecting the functioning of the system, will be permitted.


