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IRRIGATIONS SYSTEM, MICROIRRIGATION 
INSTRUCTIONS FOR USE OF SPECIFICATION PA441 

 
 

 
1. APPLICABILITY 
 

Construction Specification 
PA441 is applicable to the 
installation of Sprinkler Irrigation 
Microirrigation, as defined in the 
Conservation Practice Standard 
PA441.  

 
 
2. ITEMS TO BE INCLUDED IN 

SECTION 6 AND/OR 
DRAWINGS 

 
a. Material requirements, 

including but not limited to: 
(1) Types and sizes of 

emitters to be used. 
(2) Pump head, pressure, 

and capacity. 
(3) Power unit. 
(4) Pipe & tubing types and 

sizes to be used. 
(5) Connector/joint types 
(6) Flow meter and/or 

pressure gage, if 
applicable. 

(7) Chem injection 
equipment, if applicable 

 
b. Valve types and locations, 

including drains, backflow 
prevention, and flush. 

 
c. Filter types and locations. 
 
d. Settling and/or pump tank 

requirements and locations. 
 
e.   System test requirements 
 
f. Tubing (line) spacing and 

depth, if applicable. 
 

g. Erosion and sediment 
controls. 

 
h.  PA One-Call Serial number 

and date,  and locations of all 
utilities found. 

 
i. Reference to other practice 

specifications (PA430) if 
applicable. 

 
   


