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The herbaceous wind barrier will address the following purpose(s): 

 Reduce soil erosion from water.   

 Reduce soil erosion by wind. 

 Reduce the transport of sediment and other water- and wind-borne contaminants. 

 Protect growing crops from damage by wind-borne soil particles. 

 Other 

____________________________________________________________________________ 

Design Factors Field No Field No Field No Field No Field No 

Design soil map unit 

Strip widths (ft) 

Number of strips 

     Strip 2 

Critical slope length (ft) 

Minimum row grade (%) 

Maximum row grade (%) 

Water erosion (T/A/Y)1 

Wind erosion (T/A/Y)1 

Vegetative cover planned

1 Attach erosion prediction documentation 

Veg. Cover Strip 1
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Operation and Maintenance: 

 Sediment accumulations along strip edges shall be smoothed or removed and distributed over the 
field as necessary to maintain effectiveness.  

 Mow sod turn-strips at least once per year.  Harvesting is optional. 

 Erosion-resistant strips in rotation shall be managed to maintain the planned vegetative cover and 
surface roughness. 

 If strip alignment is lost due to adjacent strips being in hay or permanent cover, the original strip 
alignment and width will be reestablished as needed. 

 Other: 

Additional Layout Drawings (if needed) 



Check Out and Certification Requirements:
I certify that the above Specifications and Implementation requirements _____have _____ have not 
been met in accordance with the criteria of the NRCS PA Conservation Practice Standard PA585. The 
total of _____ acres of this practice were installed on the locations covered by this implementation 
requirement job sheet on the date(s) of ___________________________.

______________________________________________________________________________ 
Signature Designated Conservationist or Technical Service Provider                     Date
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