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Dillon County Longleaf Initiative FY12 February 2012

Map Unit 

Symbol
Map Unit Name Tier

BaB Blanton sand, 0 to 6 percent slopes 1

BrA Brogdon sand, 0 to 2 percent slopes 1

By Byars loam 4

Ca Cantey loam 3

Ch Chastain loam, frequently flooded 4

CpA Chipley sand, 0 to 2 percent slopes 2

Cr Clarendon loamy sand 2

Cx Coxville fine sandy loam 3

DaA Dothan loamy fine sand, 0 to 2 percent slopes 1

DaB Dothan loamy fine sand, 2 to 6 percent slopes 1

Dn Dunbar fine sandy loam 3

DuA Duplin fine sandy loam, 0 to 2 percent slopes 2

FaA Faceville loamy fine sand, 0 to 2 percent slopes 1

FaB Faceville loamy fine sand, 2 to 6 percent slopes 1

FuB Fuquay sand, 0 to 6 percent slopes 1

FuC Fuquay sand, 6 to 10 percent slopes 1

Jo Johns loamy sand 3

JR Johnston‐Rutlege association, frequently flooded 4

KnB Kenansville sand, 0 to 4 percent slopes 1

LaB Lakeland sand, 0 to 6 percent slopes 1

LaC Lakeland sand, 6 to 10 percent slopes 1

LbA Leon sand, 0 to 2 percent slopes 3

LcB Lucy sand, 2 to 6 percent slopes 1

Lm Lumbee sandy loam 3

Ln Lynchburg sandy loam 3

Ly Lynn Haven sand 3

Mc McColl loam 3

OrA Orangeburg loamy sand, 0 to 2 percent slopes 1

OrB Orangeburg loamy sand, 2 to 6 percent slopes 1

Os Osier loamy sand 4

Pa Pantego loam 4

Pb Paxville loam 4

PeA Persanti fine sandy loam, 0 to 2 percent slopes 2

PeB Persanti fine sandy loam, 2 to 6 percent slopes 2

PoA Pocalla sand, 0 to 2 percent slopes 1

PZ Ponzer soils 4

Ra Rains fine sandy loam 3

RnB Rimini sand, 0 to 6 percent slopes 1

Ru Rutlege loamy sand 4

Sm Smithboro loam 3

SuA Summerton loamy fine sand, 0 to 2 percent slopes 1

SuB Summerton loamy fine sand, 2 to 6 percent slopes 1

SuC Summerton loamy fine sand, 6 to 10 percent slopes 1

TA Tawcaw association, frequently flooded 4

UD Udorthents 4

VaA Varina sandy loam, 0 to 2 percent slopes 1

VaB Varina sandy loam, 2 to 6 percent slopes 1

Tier values reflect undrained conditions; if site is drained move up 1 tier (e.g., Tier 4 to Tier 3)


