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Newberry County Longleaf Initiative FY12 February 2012

Map Unit 

Symbol
Map Unit Name Tier

CaB Callison silt loam, 2 to 6 percent slopes 2

CaC Callison silt loam, 6 to 10 percent slopes 2

CcA Cartecay sandy loam, 0 to 2 percent slopes, frequently flooded 4

CfB2 Cecil sandy clay loam, 2 to 6 percent slopes, moderately eroded 2

CfC2 Cecil sandy clay loam, 6 to 10 percent slopes, moderately eroded 2

CfD2 Cecil sandy clay loam, 10 to 15 percent slopes, moderately eroded 2

CnA Chenneby silt loam, 0 to 2 percent slopes, frequently flooded 4

DaB2 Davidson sandy clay loam, 2 to 6 percent slopes, moderately eroded 2

GaB2 Georgeville silty clay loam, 2 to 6 percent slopes, moderately eroded 2

GaC2 Georgeville silty clay loam, 6 to 10 percent slopes, moderately eroded 2

GnC2 Gundy silt loam, 6 to 10 percent slopes, moderately eroded 2

GnD2 Gundy silt loam, 10 to 15 percent slopes, moderately eroded 2

GnE2 Gundy silt loam, 15 to 25 percent slopes, moderately eroded 2

HaB Hard Labor sandy loam, 2 to 6 percent slopes 1

HaC Hard Labor sandy loam, 6 to 10 percent slopes 1

HeB Helena sandy loam, 2 to 6 percent slopes 2

HwB2 Hiwassee sandy loam, 2 to 6 percent slopes, moderately eroded 1

MeB2 Mecklenburg sandy clay loam, 2 to 6 percent slopes, moderately eroded 2

MeC2 Mecklenburg sandy clay loam, 6 to 10 percent slopes, moderately eroded 2

PaD2 Pacolet sandy clay loam, 10 to 15 percent slopes, moderately eroded 2

PaE2 Pacolet sandy clay loam, 15 to 25 percent slopes, moderately eroded 2

PaF2 Pacolet sandy clay loam, 25 to 50 percent slopes, moderately eroded 2

PmB Prosperity‐Bush River‐Helena complex, 2 to 6 percent slopes 2

PmC Prosperity‐Bush River‐Helena complex, 6 to 10 percent slopes 2

RnD2 Rion sandy loam, 10 to 15 percent slopes, moderately eroded 1

RnE2 Rion sandy loam, 15 to 25 percent slopes, moderately eroded 1

SaB Santuc loamy coarse sand, 2 to 6 percent slopes 2

SaC Santuc loamy coarse sand, 6 to 10 percent slopes 2

ToA Toccoa sandy loam, 0 to 3 percent slopes, frequently flooded 4

UsC Urban land‐Cecil‐Santuc complex, 2 to 10 percent slopes 4

WnB Winnsboro sandy loam, 2 to 6 percent slopes 2

WoA Worsham loam, 0 to 2 percent slopes 3

WwD2 Wynott‐Wilkes complex, 10 to 15 percent slopes, moderately eroded 2

WyB2 Wynott‐Winnsboro complex, 2 to 6 percent slopes, moderately eroded 2

WyC2 Wynott‐Winnsboro complex, 6 to 10 percent slopes, moderately eroded 2

Tier values reflect undrained conditions; if site is drained move up 1 tier (e.g., Tier 4 to Tier 3)


