Chester County

Appling

Shallow Water Habitat Suitability
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ApB 4 72 unsuitable
ApC Appling 100 8 50 72 unsuitable
Ar Armenia 100 1 48 12 suitable

CaB Cataula 100 4 45 36 unsuitable
CaC Cataula 100 8 45 36 unsuitable
CcC2 Cataula 100 8 45 36 unsuitable
CeB Cecil 100 4 52 72 unsuitable
CnB2 Cecil 100 4 52 72 unsuitable
CnC2 Cecil 100 8 52 72 unsuitable
Cw Chewacla 95 1 30 12 suitable

DuB Durham 100 4 26 72 unsuitable
HaB Helena 100 4 48 24 unsuitable
HsB Hiwassee 100 4 48 72 unsuitable
HsC Hiwassee 100 8 48 72 unsuitable
HwB2 Hiwassee 100 4 48 72 unsuitable
HwC2 Hiwassee 100 8 48 72 unsuitable
IdB Iredell 100 4 50 18 unsuitable
MaB Madison 100 4 45 72 unsuitable
MdcC2 Madison 100 8 45 72 unsuitable
MdE2 Madison 100 13 45 72 unsuitable
MeB Mecklenburg 100 4 50 72 unsuitable
MkC2 Mecklenburg 100 8 50 72 unsuitable
MoB Molena 100 3 10 72 unsuitable
PaE Pacolet 100 18 50 72 unsuitable
RnF Rion 100 28 26 72 unsuitable
To Toccoa 90 1 10 45 unsuitable
ub Udorthents 100 3 15 72 unsuitable
VaB Vance 100 4 48 72 unsuitable
VnC2 Vance 100 8 48 72 unsuitable
wW Water 100 unsuitable
WaD Wateree 45 11 12 72 unsuitable
WaD Rion 35 11 26 72 unsuitable
WaF Wateree 45 28 12 72 unsuitable
WaF Rion 35 28 26 72 unsuitable
WkD Wilkes 100 11 45 72 unsuitable
WkF Wilkes 100 28 45 72 unsuitable
WnB Winnsboro 100 4 48 72 unsuitable
WnC Winnsboro 100 8 48 72 unsuitable
WnE Winnsboro 100 18 48 72 unsuitable

Soils must be verified on-site by a soil scientist.



Shallow Water Habitat (646)

Soil Suitability
Chester County
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Soil Parameters

Legend
Slope: <= 2%

Suitable
_ Clay content: >= 25% between
Unsuitable 15 and 40 inches
Water table: <= 12 inches
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