NOTE:

7. SPOT WELD ANGLE IRONS 70 PLATES.
WELD BFADS TO BE A MINIMUM OF TWO (2) INCHES
IN LENGTH AND A MAXIMUM OF FOUR (4) INCHES APART.
2. SPOT WELD OR BOLT ANGLE IRONS 7O THE STANDFIPE.
USE 1/2" x 2” BOLTS, 7 1/4” O.D. FLAT WASHERS. ALL
NUTS, BOLTS AND WASHERS SHALL BE GALVANIZED
AND ALL NUTS SHALL BE HEXAGONAL.

R/‘;‘fg” No. 1 — ALUMINUM PLATE | No. 2 — ALUMINUM PLATE | No. 3 — ALUMINUM ANGLE
12" 16"%6"x1/8” 2 — 8'%6°x1/8” — 17x1"x1/8"x12”
15" 18"%87x1,/8" 2 — 9%Ex1/8” — 17x1"x1/8"x12”
18” 24°x97x1,/8” 2 — 12%9%x1/8” — 17x1"x1/8"x12”
o] 247 30"x12°%1,/8” 2 — 15%12°x1/8” — 17x1°x1/8°x18”
30" 36°x157x1/8” 2 — 18"x15°x1/8” — 1"x1"x1,/8"x18”
36" 40"%18"x1,/8”" 2 = 20"x18"x1/8” — 1°%1%1,/8"x24”
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DETAILS —
ALUMINUM PIPE FLANGE
PIPE SIZE (INCH)|NUMBER HOLES|#%” THICK — FLANGE WIDTH
6” 6 115" 0.0. — 65" LD.
8" 6 115" 0.0. — 8" 0.
10" 8 145" 0.0. — 105" I.D.
O 12" 8 17" 00. — 115" ID.

APPLY A BEAD OF 100% SILICONE CAULK
7O FACE OF FLANGE JUST BEFORE BOLTING

ALUMINUM FLANGE FOR CONNECTING
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END VIEW

BOLT SLOTS
7 WIDE AND 17 LONG FOR
2" DIA. x 157 LONG STAINLESS STEEL
BOLTS & WASHERS
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