OPERATION AND MAINTENANCE 
STORMWATER RUNOFF CONTROL
TENNESSEE
Draft send comments to:
kelly.gupton@tn.usda.gov

CODE 570

	Landowner Operator:
	

	Practice Location:
	

	County: 
	
	Farm Tract No.:
	

	Prepared by:  
	
	Date: 
	


Inspections and maintenance are required to achieve the intended function, benefits, and life of the practice.  The landowner/operator is responsible to establish and implement an inspection and maintenance program.  Items to inspect and maintain during the 15-year design life of the practice include, but are not limited to, the following:
General
1. Inspect after significant storm events and at least semi-annually to identify repair and maintenance needs.  Complete needed repairs as soon as possible.
2. Protect the Stormwater runoff control measure or structure from damage by farm equipment, traffic, and livestock.
· Do not use as a roadway
· Avoid operations that increase soil erosion, compact soil, damage vegetation, or alter the flow path or depth.
· Avoid damaging vegetated treatment areas with herbicides, when spraying for grass control on adjoining cropland, spray only when drift is away from vegetative runoff control practice.
· Noxious or invasive plant species are to be controlled.
· Limit livestock access
4. Inspections, reseeding, or replanting, fertilization, and pest control may be need to insure that the practice functions as intended throughout its expected life.  Any use of fertilizers, pesticides and other chemicals will not compromise the intended purpose.
5. Promptly repair or replacement of damaged components as necessary
6. Regular inspection of settling basins, trash guards and other practices to collect and remove accumulated sediment and debris.  Dredged material must be disposed of properly.
7. Where vegetation is specified, periodic mowing of the vegetation as appropriate for the type and purpose.
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Signatures
Landowner/Operator: ________________________ Reviewer: _______________________ Date: ___________
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