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Statewide Approval

( )
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Ft. above / below BM

See Sketch on Back

Remarks:

Distance from 

Back Toe or CL

Pond embankment area shall be cleared of all rocks, trees and debris prior to construction of the dam. Approved earth fill 

material shall be placed in the dam as required by associated construction specifications.

Cooperator: Field Office:

Structure #:Field #:Job Class:

Location:

I.D. #:

CIN.:

SWCD:

Date

Additional 

: 1

Notes:
Engineering Approval Signature I have EJAA Class

Pond No. Cubic Yards 

Construct to  Specifications shown below:
Cross Section of Dam

Design by:

Comps Checked by:

Design Reviewed by:

Back Slope : 1 Front Slope

Design Approved by:

Descriptionof Bench Mark

Cut Slope : 1

: 1SlopeSlope : 1

Top of Dam

Aux. Spillway

Ft. above / below BM

Total Fill from 

Back Toe or CL

Shrinkage

Station

Spillway isTop of Settled Dam is



SKETCH OF DAM AND SPILLWAY
TX‐ENG‐48	(back)

Pipe Grade:

Show	BM	location,	Sta.	0+00,	North	Arrow	and	Reference	Points

Station Description
Grade    RR Below

 Elevation BM

I have EJAA Construction Class Signature Date

Remarks:

 

I certify that this practice meets NRCS specifications:


