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Operation and Maintenance Plan
Grade Stabilization Structure (Pipe Conduit Spillway)

Must be adopted to the landowner’s site


Cooperator: 		Date: 	

By: 		Title: 	

Project Location: 	



I agree to the following for the life of the structure.
1.	Remove trash and debris at the riser or hooded inlet and at the junction of the riser and conduit.
2.	Repair any scour areas around the riser or hooded inlet crest.
3.	Remove any trees, brush, or other obstructions at the outlet of the conduit.
4.	Do not install any device at the riser or hooded inlet that could decrease the flow in the conduit.
5.	Remove any debris or obstructions from the auxiliary spillway.
6.	Repair rills or gullies in the exit channel of the auxiliary spillway and reseed and mulch.
7.	Maintain vegetative cover in the auxiliary spillway by removing and controlling weeds, trees, and woody plants.
8.	Do not install fences across the auxiliary spillway or any other devices that may restrict the storm flow.
9.	Maintain adequate vegetation on the earth dam and borrow areas as recommended in Wisconsin Job Sheets 134, How to Establish and Maintain Introduced Grasses and Legumes, and 135, How to Establish and Maintain Native Grasses, Forbs and Legumes.
10.	Exclude livestock from the earthfill and auxiliary spillway.
11.	Do not allow extended vehicle traffic on the dam or auxiliary spillway without adequate protection.
12.	Follow the planned Resource Management System in the watershed to reduce runoff and sedimentation.
13.	Inspect the structure annually and after heavy storms.
14.	Inspect the downstream toe of the embankment annually.  If there are wet areas or seeps at the downstream toe of the embankment, it could be a serious problem.  Ask for assistance to evaluate the seepage.
15.	Grazing will be prevented or controlled.  Grazing is not to be allowed when soil is wet.
16.	The structure will be inspected after heavy rains.  All debris will be removed.  All eroded areas will be repaired immediately.
17.	Brush and trees will be controlled by cutting and/or spraying with proper chemicals.

18.	Maintain a vigorous sod in the auxiliary spillway and on embankments by regular mowing and fertilization.  Remove excess growth.  Do not burn or overgraze.
19.	Install and maintain a fence to keep livestock out of pond.
20.	Check downstream floodplain at least once every 5 years to assure life or property will not be threatened in the unlikely event of a dam failure.
21.	Eliminate all burrowing rodents.
22	Check inlet, outlet, embankment, and vegetated spillway after heavy rains for possible damage.  Inspect annually for damage from normal use.
23.	Additional Recommendations:
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Cooperator’s signature: 		Date: 	


I have discussed the maintenance guidelines with the above cooperator.


Conservationist’s signature: 		Date: 	
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