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Construction Quality Assurance Plan
Grassed Waterways

Must be adopted to the Landowner’s construction site.



LANDOWNER: 	ENGINEERING JOB CLASS 

LOCATION OF PRACTICE OR PLAN ID: 

INSPECTOR: 	APPROVER: 

Initial and date items as completed.  Date all additional documentation and keep in construction file. 

PRE-CONSTRUCTION

	Verify that the landowner or contractor notified all utilities prior to construction.  Document DIGGERS HOTLINE Ticket Number 			.

	Obtain copies of PERMITS, or documentation that they aren’t needed.

	Inspect EROSION CONTROL PRACTICES (silt fence, etc.) if they are called for in the plan.  Document proper installation with photographs and job diary notations.

MATERIALS

 	EROSION CONTROL blanket material.  Obtain a tag from the material, an invoice or product brochure from the supplier.
	FERTILIZER.  Place tag in construction documentation file.  Document quantity.  Verify meets drawing WI-710 requirements.  150 lbs. of 20-10-10 per acre required.
	LIME.  Document quantity.  2 tons of 80 – 85 lime required.
	SEED.  Document species, quantities of pure live seed, and date seeded.  Verify that it meets requirements of WI-710 drawing.  Place seed tag in construction documentation file. 
	MULCH.  Document type used and quantity.

CONSTRUCTION
	SITE PREPARATION Record in job diary when striping and topsoil stockpiling is done.
	LAY OUT the alignment of the waterways prior to excavation.  Mark cuts on stakes if the contractor requests the information.  Place grade stakes every 100’ along alignment.
	SURVEY profile of drainage tile.  Redline on as-built drawings.
	INSPECT subgrade prior to topsoil placement.  Survey cross sections and profile.  Verify depth meets drawing requirements.  If different from design, re-design must be approved by someone with design job approval authority or contractor must correct to meet the plans.  Red-line on as-built drawings.






FINAL INSPECTION
	Obtain final PROFILE AND CROSS-SECTIONS of completed waterway(s).  Minimum is one cross-section per design reach of waterway.  Verify correct:        
· Bottom Width – Planned bottom width is 	.      
· Depth – Planned depth is 	.       
· Channel Grade – Planned channel grade is 		
· Side Slopes – Planned side slope is 		:
· Final Length of waterway(s).  Record the information in engineering field notes.
	Verify a stable, adequate OUTLET.  Document with a notation in the job diary.  Take photograph.
	Verify that all disturbed areas not to be cropped are FERTILIZED, LIMED, SEEDED AND MULCHED.  Note and record the date of seeding, note whether germination has occurred, note orientation of seed rows (should be perpendicular to waterway channel).  Document how seed was applied.  Document how mulch was stabilized.
	Observe the INSTALLATION OF THE EROSION CONTROL blanket material; verify that installation follows the construction specification, record observations in engineering field notes.
               Document installed quantities (payment units) of the practices.  Note: Financial assistance programs may have payment units different than the e-FOTG conservation practice standards reporting units.
Document all of the above with photographs, data in engineering field book and job diary.

I have reviewed this plan and understand my responsibilities in the quality assurance needed for my project.
[bookmark: _GoBack]Landowner’s Signature:	Date:	
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