Construction Quality Assurance Plan 
Sprinkler System
Must be adopted to the Landowner’s construction site.

LANDOWNER:  	ENGINEERING JOB CLASS:  
LOCATION OF PRACTICE OR PLAN ID
DOCUMENTED BY: ________________________________	APPROVED BY: ______________________________
Initial and date items as completed.  Date all additional documentation and keep in construction file. 
PRE-CONSTRUCTION
____ Verify that the landowner or contractor notified all utilities prior to construction.  Document DIGGERS HOTLINE TICKET NUMBER: _______________________________
____ Verify permits were obtained or document that they are not needed.
____ Document the PRE-CONSTRUCTION MEETING in the job diary.
MATERIALS    (Obtain pictures and record in the job diary)
____ IRRIGATION PIPELINE.  Verify that the material meets the requirements in the construction drawings.    
____ IRRIGATION SPRINKLER.  Verify the sprinklers are consistent with the construction drawings. 
____ IRRIGATION SPRINKLER.  Document the sprinkler system pressure.  _____psi (Pressure regulators)
CONSTRUCTION (Record in the job diary)
____ Verify and document the location and quantities of irrigation pipeline.
____ Verify the sprinkler system was installed according to the design.
____ Verify the back flow preventer, flow meter, air valves, etc. are installed according to construction drawings
AS-BUILT PLANS
____ Red-line any changes on the construction plans.
____Document compliance with the materials used on the construction plans.
____Attach material data sheets or photographs of materials.
____Document both installed quantities and payment units of the practice.
____Attach a photograph of the completed practice.
____Obtain signature of a person with Engineering Job Approval Authority for construction.
Document all of the above with photographs, data in engineering field book and job diary.
I have reviewed this plan and understand my responsibilities in the quality assurance needed for my project.
[bookmark: _GoBack]Landowner’s Signature:	Date:	
