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NATRUAL RESOURCES CONSERVATION SERVICE 

WEST VIRGINIA 

OPERATION AND MAINTENANCE REQUIREMENTS 

ACCESS ROAD 

CODE 560 

 

Landowner/Operator   

County    CD   Farm/Tract No.   

Prepared By   Date   

 
A properly operated and maintained access road is an asset to the farm. The access road was designed, and 
installed, as a travel-way for equipment, vehicles and/or animals. The estimated life span of this installation is at 
least 10 years. The life of the practice can be assured, and usually increased, by developing and carrying out a 
systematic operation and maintenance program. 
 
This practice requires periodic O&M to properly manage and keep the system in good repair. Items for 
consideration are: 
 

• Inspect culverts, roadside ditches, water bars and outlets after each major runoff event and restore flow capacity 
as needed.  Ensure proper cross section is available and outlets are stable.  Remove debris or blockages in road 
ditches, drop inlets, road culverts, bridges, waterways and storm water outlets. 

• Maintain vegetated areas in adequate cover to meet the intended purpose(s). 

• Fill low areas in travel treads and re-grade, as needed, to maintain road cross section.  Repair or replace surfacing 
materials as needed. 

• Grade and shape the access road to maintain design grades and dimensions as needed. 

• Selection of chemical treatment(s) for surface treatment or snow/ice removal, as needed.  Select the chemicals 
used for surface treatment or snow and ice removal to minimize adverse effects on stabilizing vegetation.  

• Selection of dust control measures, as needed. 

• Limit use of road during times of extreme wetness. 

• Torn fabric should be repaired or replaced according to the manufacturer’s specifications. 

• All water bars, road ditches and culverts should be free of debris or any foreign materials and maintained to the 
originally designed dimensions and grade. 

• Paved roads shall be maintained by patching potholes and deteriorated surfaces with original material. Roads shall 
be resurfaced as needed. 

• Immediately repair any vandalism, vehicular, or livestock damage. 

• Check frequently for burrowing animals. When found, remove and replace embankment materials and re-
establish vegetation. 
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Additional Operation and Maintenance requirements specific to this plan: 
 
 
 
 
 
 
 
 
Inspection Date  Items to be Repaired and Corrective Action Taken Repair Date 
                
                
                
                
                
                
                
                
                
                
                
                
                
                
 
 
Contact your local NRCS office for any additional technical assistance you might need for 
implementation of this O&M plan. 
 
This O&M Plan was discussed and copy provided to the Landowner/Operator. 
 
Signed        Date   
 Responsible NRCS Employee/ Conservation Planner 
 
 
Signed        Date   
 Cooperator 
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