
Technical Guide 
Section IV 

WVENG‐572‐OM 5/2016 

1  

NATURAL RESOURCES CONSERVATION SERVICE 

WEST VIRGINIA 

OPERATION AND MAINTENANCE REQUIREMENTS 

SPOIL SPREADING 

CODE 572 

 
Landowner/Operator    

County     CD    Farm/Tract No.    

Prepared By    Date    

 

A properly installed and maintained spoil spreading practice can be an asset to the farm.  The project 
was installed to dispose of excess soil, minimize soil erosion, and protect water quality.  The estimated 
life span of this  installation is at least 1 year.  The life of the practice can be assured and usually 
increased by  developing and carrying out a systematic operation and maintenance program. 
 
This practice requires periodic O&M to properly manage and keep the system in good repair.  Items for 
consideration are: 
 
 Inspect after large storm events within six months after spreading and periodically thereafter; to 

identify repair and maintenance needs.   

 Immediately fill or repair any settled areas, excessive rills, or gullies in the spoil. 

 Damaged areas will be immediately repaired and revegetated.  Repair damaged areas with materials 
similar to those used during the initial installation. 

 Maintenance of vegetative protection and immediate seeding or replanting of damaged areas, as 

needed.  Maintain vegetative growth to promote a dense vigorous stand.  Mow or flash graze as 

necessary. Do not burn or overgraze.   

 Control undesirable species and/or noxious weeds.  This may be done by mechanical or chemical 

(pesticides) means, where needed. 


